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Executive Summary

The research team made steady progress in many areas during the re-
porting period. Review and research into the characterization of the noise
source continues and is guiding data analysis efforts. CFD solutions were
completed and used to generate time-resolved flow data for further analysis
to study relevant aeroacoustic sources. Significant progress was made on
the development and application of the computational phased array beam-
forming analysis. Analysis of standard stereo-PIV data acquired in October,
2012, was completed and reduced to generate a database for further study
and comparison with other diagnostic efforts.
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1 Project Objectives and Status

1.1 Review of Program Objectives

The primary objective of this research effort is to address the deficiency in the understanding
of the effect that near-nozzle and inner-nozzle flow conditions have on jet noise radiation.
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This is particularly relevant to future active control efforts because any control strategy will
involve modification of the boundary conditions. The approach guiding the current effort is
three-fold:

1. high-fidelity characterization of heated, over-expanded supersonic jets,
2. source identification through development of advanced analytical diagnostics, and

3. enhanced computational modeling of hot supersonic jets.

1.2 Project Status

An updated project chart is shown in Figure 1 which details the WBS items from the SOW
and the completion percentages as of the end of the reporting period. The research team
made steady progress in many areas during the reporting period. Review and research into
the characterization of the noise source continues and is guiding data analysis efforts. CFD
solutions were completed and used to generate time-resolved flow data for further analysis
to study relevant aeroacoustic sources. Significant progress was made on the development
and application of the computational phased array beamforming analysis. Analysis of stan-
dard stereo-PIV data acquired in October, 2012, was completed and reduced to generate
a database for further study and comparison with other diagnostic efforts. Details of new
activity and results are presented in the following section.

2 Activity for Current Reporting Period
2.1 Significance of the Jet Conditions

The accurate determination of the jet exit conditions is complicated in general and more
so in shock containing supersonic jets. In the current study, focused on conic nozzles, the
non-ideal expansion yields shocks that emanate from within the nozzle. As a result, the exit
plane is not characterized by a uniform outflow.

The study of the effects of nozzle conditions for subsonic jets has been a topic of discus-
sion among a number of researchers in the last decade. In particular, Viswanathan(1] did an
extensive study to vary Reynolds number and temperature ratio independently and found a
transition in the Reynolds number relevant for jet noise. It was concluded that at the very
least the exit conditions are significant in allowing comparison between data sets. Likewise,
the more recent report from Zaman(2], also restricted to subsonic jets, concludes that vari-
ations in the nozzle exit boundary layer could explain anomalies in acoustic measurements
from seemingly equivalent operating conditions.

For supersonic jets, the recent report by Morris[3] presented some comparisons between
model scale jet noise spectra and full scale data. Morris commented that, “The engine data
does not roll off as fast as the scale model data at high frequencies. This could be due to a
number of reasons, including the difference in turbulence exiting the nozzle due to the engine,
or other noise sources from the engine.” This would suggest that the correct characterization
of the nozzle exit conditions is also of significance for supersonic jet noise particularly when
active control methodologies are being developed at model scale.
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Figure 1. Project chart showing WBS items and current completion status as of the end of

the reporting period.
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Figure 2. Location of the near-field microphones with comparison to the locations of the
Kulite transducers in the February 2012 experiment.

A series of acoustic measurements were obtained to allow analysis of some of these issues.
This data, acquired in July 2012, includes 12 B& K microphones on a far-field arc at 55 jet
diameters from the nozzle as well as 10 PCB 112A22 ICP transducers in the near-field. The
position of the PCB microphones, shown in Figure 2, was chosen to closely follow the line
of Kulite transducers in the February 2012 experiment. Data was acquired for two nozzle
configurations: (a) conic nozzle without the upstream centerbody, and (b) conic nozzle with
the upstream centerbody. The stagnation pressure and temperature was varied to provide a
range of NPR from 3.9 to 6.0 and T} /T of 2.3 to 3.5. The run conditions for each event
are provided in Table 1.

The inclusion of the upstream centerbody in the nozzle assembly is intended to replicate
the engine core in a military nozzle. The aft end of the centerbody is located approximately
2.5 D; upstream of the nozzle throat. The wake from the centerbody yields higher turbulence
levels exiting the nozzle. This is evident in the far-field acoustics as shown in Figure 3.
The increase is small but observable in the peak noise direction but more pronounced in
the forward arc. To further this analysis, the CFD simulation and the anticipated PIV
measurements will be used to aid in describing the turbulence levels present and the degree
to which this effects the noise production mechanisms.

2.1.1 Near-Field Acoustic Characterization

The near-field acoustic measurements made in February 2012 using the Kulite array have
been report previously and are also included in the 2012 INTERNOISE Conference Paper{4],
so they are not going to be repeated here. The measurements using the PCB transducers
(Figure 2) provide a second reference for comparison. Figure 4 shows the direct comparison
between the Kulite and PCB measurements for the same jet conditions.

At first glance the comparison suggests dramatic differences. However, the measurements
are in closer agreement when the influence of the setup is considered. The Kulite sensors were
flush mounted in a 1 inch wide beam. Acoustically, the beam acts as a finite baflle that alters
the frequency response of the installed sensor. Given the acoustic speed to be approximately
330 m/s, the width of the beam corresponds to a 1/2-wavelength at a frequency of 6500
Hz. For a finite baffle, a pressure doubling is expected for frequencies higher than the 1/2-
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Conic with Centerbody
Date Pt (Psi) T)(deg. F)

Py (psi) Mach NPR TRatlo |Event

Date Porm (PSH) T (deg. F) P, (psi) Mach NPR T Ratio | Event

Table 1. Nozzle operating conditions for the July 2012 data set.
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Figure 3. Comparison of the far field acoustics with and without the upstream centerbody in
the nozzle assembly.
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Figure 4. Comparison of Kulite and PCB measurement of near-field acoustics for the same
jet conditions
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wavelength equivalent and a smaller increase for lower frequencies. Looking at Figure 4 this
is exactly the situation. For frequencies above 6500 Hz, the Kulite’s report ~ 6 dB above
the PCB measurement. For lower frequencies, the Kulites report about 1-2 dB above the
PCB. Therefore, the discrepancy is linked directly to the frequency response of the finite
baffle around the Kulite.

Neither the Kulite nor the PCB sensors have a detailed frequency response from the
manufacturer. In order to correct the spectral measurements for the frequency response of
the assembled sensors, a separate experiment is being performed using a 1 inch subsonic
cold jet. The flush mounted Kulite, the PCB transducer, and a calibration traceable B&K
1/4-inch microphone will be place as equivalent (z,r) positions separated by 120 degrees in
azimuth. The B&K microphone will be used to generate a frequency response function for
both the Kulite and PCB sensors. Finally, the February 2012 and July 2012 data will be
corrected with the appropriate transfer functions to produce a final data set that will be
made available for post processing and analysis.

2.2 Exploring Aeroacoustic Source Terms

One of the inherent features of an acoustic analogy is that the result gives a representation
of a non-unique acoustic source that is consistent with the measured far-field sound.(5]
This is true even of recent computational efforts using F-W&H methods to propagate near-
field pressure fluctuations to a far-field observer through the application of Green'’s function
integrals. The drawback is that much of the sound generation is hidden from exploration.

Various vortex sound methods have been explored over the years as an alternative or
enhancement to acoustic analogies. The “rational” approach of Seiner[6] falls into this cat-
egory and suggests a noise source indicator resulting from the phase difference between the
strain and rotation rates acting on the vorticity. To arrive at this suggestion, Seiner applied
a double divergence directly to the incompressible Reynolds stress giving

62uiuj

m = —e,-jk(s,-,-wk + 'r,-,-wk). (1)

This neglected variations in the dynamic pressure. The suggestion Seiner made was that
any phase shift between the strain and rotation rates in this sum would give rise to sound
production.

To date, we have re-derived the expression with the dynamic pressure included as pre-
sented in the Fiévet et al. abstract for the 2013 Aeroacoustics conference (included in the
previous quarterly report):

O%uiu; ou: )
6:1;,-63:,- = e,-jk(s,-jwk + T,'jl.dk) + (5&;‘) 5 (2)

Now, we are working to evaluate this expression using the HRLES CFD data set. By
developing the post processing tools for the analysis, we are establishing the building blocks
to analyze the experimental data that is anticipated from the time-resolved PIV experiments.
We are also establishing the necessary dynamic range for the experimental measurements to
allow investigation of the acoustic source terms.
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Figure 5. Illustration of the internal geometry rendered in the CFD simulation showing the
upstream centerbody which replicates the experimental setup.

Conic My = 1.74 Nozzle | Tp (K) | Py (kPa) | T, (K) | P (kPa) | Tp/Tw | NPR
Over-Expanded 1005 401.76 300 101.33 3.35 | 3.96
Pressure Matched 1005 531.33 300 101.33 3.35 5.24

Table 2. Stagnation conditions prescribed for the two CFD simulations.

2.2.1 Time-Resolved CFD Data Set for Aeroacoustic Source Analysis

Time resolved data using the Hybrid RANS/LES CFD simulations have been compiled for
two jet conditions consistent with the experimental measurements ongoing in this program.
Both simulations use the conic jet nozzle with the upstream centerbody as illustrated in
Figure 5. The stagnation conditions prescribed for the simulation are listed in Table 2.
Additional details about the CFD simulation are given in the AIAA Paper presented at the
recent Aerospace Sciences Meeting.[10]

Having run the simulation to convergence, time resolved data was generated for post
processing by saving solution snapshots at the equivalent of 200 kHz. A total of three
hundred snapshots were saved for each jet condition. All of the data was saved in standard
Plot3D format. The solution files contain U,, U, U, and the thermodynamic variables p, P,
T. The data has been archived and made available to the other team members for further
analysis.

To reduce the file sizes, the full CFD solution domain was not saved in the database.
The restricted domain includes 0.0 to 0.8 meters (0 to 15.3 D;) in the axial extent and out
to 0.22 meters (4.1 D;) in the radial extent as illustrated in Figure 6. This selected region
represented 5 zones from the CFD solution. To ease post processing, the 4 outer zones were
combined in the reduced output such that 2 zones remained: the inner H-grid in the jet core
and an outer O-grid arranged azimuthally as shown in Figure 7

The acoustic and turbulence terms of interest include both mean and fluctuating quan-
tities. Therefore, a “mean” value is needed as the base flow. The simulation was not run
long enough to generate converged point-statistics. Instead the 300 available snapshots were
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Figure 6. Illustration of computational domain saved in the time-resolved output files for
further processing.

averaged followed by azimuthal averaging to generate the final “mean-flow” illustrated in
Figure 8.

Nozzle exit velocity profiles were extracted from the mean flow calculation. These are of
interest due the observation by many authors that the jet noise is measurably effected by
the inner-nozzle flow conditions. The nozzle exit boundary layer and turbulence levels are
an indicator of these inner-nozzle effects. In Figure 9 it is clear that the presence of shocks
inside the nozzle disturbs the radial pU profile in the over-expanded case.

2.2.2 Computation of Acoustically Relevant Source Terms

Computing quantities relevant to acoustic generation (i.e. Eq. (2)) requires second order
derivatives. A code for computing these derivatives was written based on the text of
Anderson(11]. This accounts for the local divergence of the grid coordinates in computing
the derivatives in a Cartesian coordinate system. The code for performing the calculations is
included here as Appendix A. Subroutines were written to perform the necessary calculation
of the local Jacobian and central differencing. With these it is possible to construct any
compound derivative of interest. As an example, Figure 10 shows the result of computing
€ijkSi;wi on one of the instantaneous snapshots. In the coming months, this data will be
explored further.

2.2.83 Possible Entropic Effects

Vortex sound based methods assume incompressible flow which is not an applicable assump-
tion for the jet conditions under study in this work. Nevertheless, it is still of value to
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Note: imax = 375 in both zones

(a) Symmetry Plane

(b) Cross-Plane Zone 1 (c) Cross-Plane Zone 2

Figure 7. Illustrations of the computational grid space retain in the reduced data set for
post-processing.

Figure 8. Symmetry plane contour of computed mean axial velocity illustrating the “mean”
flow computed from the available 300 time-resolved snapshots.
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Figure 9. Nozzle exit profiles of pU.(kg/m* - s) for the two NPR’s simulated.

Figure 10. Snapshot of ;;,.5;;wr which appears to be largely isolated to the shear layer.
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evaluate such second-order divergence terms as they will still represent source-like behavior.
But the compressible nature of the flow needs to be better understood. One possible method
of addressing this issue is to investigate other noise source effects that are relevant to com-
pressible flows such as entropy variations.[7] The entropy contribution has been demonstrated
to be significant in some cases.[8, 9] The CFD database includes the local thermodynamic
variables allowing exploration of the significance of these effects in sound generation for the
current jet conditions of interest.

2.3 Updates on Computational Phased Array Work

Significant progress has been achieved on the phased array calculation front since the last
quarterly report. The results were presented in the AIAA-ASM conference publication and
presentation included in Appendix C and D. These calculations have been performed on the
conic nozzle configuration with the centerbody operating at pressure matched conditions.
One important result that emerged from our phase array studies was that it would be optimal
to use different array sizes depending on the 1/3™ octave band center frequency of interest.
Beamforming calculations at lower frequencies will make use of an array of larger size than
calculations at higher frequencies. Since the CFD calculations have a high frequency limit
based on grid resolution at ~10 kHz, we have selected the 2kHz, 3.15 kHz, 5 kHz and 8 kHz
frequencies as the focus for future studies.”

Most beamforming calculations to this point have used 45 microphones in a multiple-arm
logarithmic spiral arrangement (five spiral arms, each containing nine microphones). How-
ever, it was determined that for two lower frequencies, (2 kHz and 3.15 kHz), where a larger
array size is warranted, future beamforming calculations will make use of 99 microphones
(nine spiral arms, each containing 11 microphones). This is because a larger array requires
more microphones in order to avoid aliasing issues. The beamforming calculations at the 5
kHz and 8 kHz center frequencies will use the 45 microphone array; the physical dimension
of the array used for the 8 kHz calculations will be smaller than that used for the 5 kHz
calculation. These microphone arrays will henceforth be referred to as the small, medium
and large aperture spiral array (SASA, MASA and LASA).

Finally, in order to examine the effect of the observer viewing angle on the perceived
location of the acoustic sources, the beamforming calculations will be conducted with phased
arrays rotated to various azimuthal angles. At each azimuthal location, the phase center of
the array will be located 72 inches from the aim point; the aim point is located 25 inches
downstream of the nozzle exit on the axis. Figure 11 shows the 3D view of three (out of 9)
of the azimuthally oriented array layouts (at 135°, 90°, and 45° to the upstream jet axis).
The phase centers for all 9 arrays that will be considered are shown.

*It is relevant to note that other research groups performing computational beamforming have presented
results for center frequencies as high as 40 kHz without any verification that their computational methodology
and grid are capable of resolving these high frequencies. Direct comparison with experimental data in the
current work served as a validity check on our reported results.
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Figure 11. Phased arrays rotated at various angles with reference to the jet axis.

2.4 Stereo PIV Analysis of Jet Characteristics

The last quarterly report noted the acquisition of standard 3-component PIV measurements
using the pH stabilized seeding system. Image data were acquired using a pair of PCO.Edge
SCMOS cameras with double exposure capability. The jet flow was seeded with 0.3 micron
alumina particles. Illumination of the flow was achieved using a NewWave ND:Yag Gemini
PIV laser with 150 mJ/pulse. Light sheet forming optics yielded a light sheet thickness of
approximately 1 mm. The ambient air was not actively seeded; however, the recirculation
in the anechoic chamber was sufficient to yield reasonable seed density in the entrained air.

The entire imaging system was erected on a precision traverse system that has been laser
aligned to travel parallel to the geometric axis of the nozzle system as shown in Figure 12.
This allowed the entire measurement entry to be completed without any setup changes.

The experimental measurement involved image acquisition at four different axial stations.
Each imaging region overlapped slightly to allow alignment of the vector data during post
processing. At each axial station, 3 acquisition events were performed yielding 300 image
pairs each to give a total of 900 image pairs per station. The full measurement region spans
from 1.0 to 8.25 D; in the axial direction and out to 0.9 D; in the radial direction. The
computed mean velocity for the entire domain is shown in Figure 13 with the individual
imaging zones outlined to show the overlap.

For this PIV dataset the conic M; = 1.74 nozzle was used without the upstream center-
body. A stagnation temperature of 1355 °F and NPR = 3.934 were computed by averaging
the conditions for all 12 image acquisition events. A standard deviation in the mean was
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Figure 12. Stereo PIV setup in the NCPA Anechoic Jet Laboratory. All optics are supported
from the large breadboard at the bottom of the image which is attached to a precision traverse
allowing re-positioning with better than 0.01 inch accuracy.
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Figure 13. Mean streamwise velocity obtained from standard 3-component PIV measurement
of the jet plume.
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Figure 14. Comparison of the centerline streamwise velocity between the HRLES calcula-
tions and PIV data for the conic nozzle without the centerbody operating at overexpanded
conditions.

computed from the variance in the average conditions for each individual event. Then an
estimate of the uncertainty in the jet conditions was computed as o/ VN where N = 12
events. In this way, the estimated uncertainty in Ty was found to be +£2°F and in NPR was
found to be £0.002.

2.4.1 Preliminary Results

Analysis of the image data was completed using DaVis 8. Image pairs were analyzed using
a multi-pass method with 128 x 128 pixel, 0% overlap square windows for the first 4 passes
and 32 x 32 pixel, 50% overlap adaptive windows for the final 2 passes. On each pass, a peak
Q ratio limit of 1.3 was applied and a two pass median filter was used to remove erroneous
vectors. The final analysis step applied a peak @ ratio limit of 1.1 and again applied a two
pass median filter. After completing the image analysis, the vector data was post processed
to center the vertical extent on the measured jet axis, and the entire data set was saved into
Plot3D format.

Figure 14 shows a comparison of the experimental and CFD results for the centerline
velocity decay. There is qualitative agreement between the experiments and CFD, as far
as the location of shock cells are concerned, for approximately 6-8 inches downstream of
the nozzle exit. Farther downstream there appears to be something similar to a “phase-
shifting” between the simulations and experiments. This can be explained by the progressive
coarsening of the CFD grid in the downstream direction and was expected.

Figure 15 shows a comparison of the mean streamwise velocity profiles at three axial
stations. The experiments and simulations show good agreement with one another at the
upstream locations (z = 3.0 inches and z = 5.0 inches). This agreement starts worsening
at axial stations farther downstream (z = 8.0 inches) where the simulations start showing a
more rapid decay of the streamwise velocity as compared to the experiments (again due to
the grid coarsening). The velocity defect at the centerline, that is seen in both experiments
as well as the simulations, is a result of the slip plane.
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Figure 15. Comparison of the mean streamwise velocity profile at various axial locations
between the HRLES calculations and PIV data for the conic nozzle without the centerbody
operating at overexpanded conditions.

2.5 Progress on HDR-PIV Diagnostic Efforts
2.5.1 DEVOLS Processing for HDR-PIV

A method for obtaining enhanced signal-to-noise ratios with the high-dynamic-range particle
image velocimetry (HDR-PIV) has been established. This dynamic evaluation via ordinary
least squares (DEVOLS) method has demonstrated measured improvement over standard
PIV for a simulated data set. Figure 16 shows a measurable improvement over standard PIV
analysis for a simulated Hamel-Oseen vortex. Complete details of the DEVOLS method and
results were presented at the recent 2013 AIAA Aerospace Sciences Meeting (Paper 2013-
0774 attached in Appendix E).

2.5.2 Current Status of Experimental Efforts

Efforts in Year 1 to acquire time-resolve PIV data were unsuccessful due to unanticipated
operational issues with the Cordin camera system. The camera was sent to Cordin for service
and was returned to Auburn U. in December, 2012. The pulse-burst laser system and camera
were brought to NCPA by Auburn graduate student Bryan Brock to initiate Year 2 testing
during the Spring months. Setup of the experiment is currently underway.

The time-resolve CFD data was can serve as a means to develop analysis methods that
will be used on the high-frame-rate PIV data anticipated to be generated in the coming
months. As such, the CFD solution file was used to select a region of interest near the nozzle
exit and generate simulated PIV data.

The measurement domain shown in Figure 17 was chosen as a trade-off between imaging
capability and measurement goals. As noted in Section 1.1, the near-nozzle flow conditions
are of primary interest in the current effort. To maximize the optical setup, a 1.5 inch field of
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Figure 16. Illustration of the reduced absolute error afforded by application of DEVOLS
processing to a simulated time-resolved PIV data set.

view was chosen giving a suitable spatial resolution to resolve the high-shear layer gradients
in this region of the jet. Because of the high-shear rates in the region of interest, the high-
dynamic-range analysis methods developed in Year 1 will be well suited for analyzing the
image data, and the analysis of any phase misalignment between the shear and rotation rate
components of the noise source should be observable.

3 Technical/Cost Status & Problem Areas

3.1 Status Summary

Overall, the status of the program is on track and progress is being made in all areas of the
research effort. As we generate experimental data and develop the diagnostic efforts, oppor-
tunities for collaboration with other jet noise reduction research teams are being identified.
We have had discussions with Dr. Kent Gee concerning the sharing of our acoustic data for
comparison to his full scale acoustic data. We have also had discussions with Dr. Todd Lowe
concerning the possibility of utilizing his laser diagnostic system to measure the jet exhaust
characteristics in the NCPA Anechoic Jet Lab. These collaborative opportunities will be
developed further during the next reporting period.

3.2 High-Frame-Rate Camera for HDR-PIV

Following service by Cordin, the camera was brought back to NCPA in January 2013 for a
second attempt at data collection. Initial results with the camera are positive. The software
issues that previous caused the system to lock-up have been eliminated, and the relative focus
of the 8 individual imaging units seems to be in closer agreement. The aperture limitations
of the optical system are still an inherent drawback of the system. A large aperature 135mm
lens has been purchased and is currently being used as the primary lens allowing greater
light collection. Currently the system is being readied for measurement in the next week.
By performing measurements early in the semester we hope to identify any remaining issues
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Figure 17. Illustration of the simulated PIV data extracted from the CFD solution.

and be able to address them in order to guarantee a successful synchronized PIV/Acoustics
measurement later in the Spring.

Contact has been made with the manufacturer of a new high speed camera, the Kirana.
Its capabilities exceed that of the Cordin. The manufacturer has responded with great
interest in supporting a demonstration of the Kirana system in April which will provide
us with an opportunity to acquire time-resolved PIV measurements with a second imaging
systeml.

3.3 Other Potential Imaging Diagnostic Options

Plenoptic imaging for volumetric PIV is a technology that is in development by our Auburn
partners. Measurements were obtained with Auburn’s Plenoptic camera last Fall. Initial
results of the analysis are very promising. As a result, we are planning to perform a second
experiment with the Plenoptic PIV system during the next reporting period with more
thorough setup and calibration allowing a detailed analysis of the flow.

4 Publications, Meetings, and /or Travel

4.1 Running List of Publications Produced

e Baars, W., Tinney, C., and Wochner, M. “Nonlinear Noise Propagation from a Fully
Expanded Mach 3 Jet.” 50th AIAA Aerospace Sciences Meeting, Paper 2012-1177.

e Murray, N., Lyons, G., Tinney, C., Donald, B., Baars, W., Thurow, B., Haynes, H., and
Panickar, P. “A Laboratory Framework for Synchronous Near/Far-Field Acoustics and

MHz PIV in High-Temperature, Shock-Containing Jets.” Proceedings of the Internoise
2012/ASME NCAD Meeting, Paper ASME/NCAD-1270.
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e Baars, W. and Tinney, C. “Scaling Model for Nonlinear Supersonic Jet Noise.” Bulletin
of the American Physical Society, 57:17, Abstract D24:8, San Diego, CA. http://
meetings.aps.org/link/BAPS.2012.DFD.D24.8. [included in Appendix B]

e Panickar, P., Erwin, J., Sinha, N., Murray, N, and Lyons, G. “Localization of Acoustic
Sources in Shock-Containing Jet Flows Using Phased Array Measurements.” 51st
AIAA Aerospace Sciences Meeting, Paper 2013-0613. [included in Appendix C and D]

e Haynes, R., Brock, B., and Thurow, B. “Application of MHz Frame Rate, High
Dynamic Range PIV to a High-Temperature, Shock-Containing Jet.” 51st AIAA
Aerospace Sciences Meeting, Paper 2013-0774. [included in appendix E]

e Fiévet, R., Tinney, C., Murray, N., Lyons, G., and Panickar, P. “Acoustic Source
Indicators using LES in a Fully Expanded and Heated Supersonic Jet.” accepted for
presentation at the 2013 AIAA Aeroacoustics Conference.

e Baars, W., and Tinney, C. “Quantifying Shock-Type Acoustic Waveform Structures
Emitted by a Fully-Expanded Mach 3 Jet.” accepted for presentation at the 2013
ATAA Aeroacoustics Conference.

e Baars, W. and Tinney, C. “Quantifying Supersonic Jet Noise Crackle.” accepted for
presentation at the 2nd Symposium on Fluid-Structure-Sound Interactions and Control,
2013.

e Baars, W., Tinney, C., and Wochner, M. “Nonlinear Distortion of Acoustic Waveforms
from High-Speed Jets.” J. Fluid Mech. [in review]

5 Planned Activities for Next Reporting Period

Continue analysis of noise source indicators using the computational simulation data.
Bring the uncertainty analysis efforts up to date.

Conduct year 2 experimental efforts to measure acoustic source quantities.

Reach out to other JNR program participants to foster potential collaboration.
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Appendix A: FORTRAN Code for Computing Derivatives from CFD Data

APPENDIX A — PAGE A-1

QUARTERLY PROGRESS REPORT No. 6 — N00014-11-1-0752
Approved for Public Release — Distribution is Unlimited




AcTtivVE CONTROL OF NOISE FROM HOT SUPERSONIC JETS | QUARTERLY RPT. 6

¢

Users/nathanmurray/ResearchRemote/Resea.FDanalysis/computingDerivatives_1_001.£90 Page 1 of 9

aved: 1/31/13 1:37:00 PM

Printed For: Nathan Murray]|

WO -~JO b W -
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! would (a) compute derivatives of the local grid metrics AND (b) perform the
! 1st order 2nd-central-difference ...
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This step has
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PROGRAM computi
IMPLICIT NONE

TYPE func
REAL, DIMENS
INTEGER: :ni

END TYPE

TYPE neighbor
INTEGER ::
INTEGER ::
INTEGER ::
INTEGER ::
LOGICAL ::

END TYPE
INTEGER :: i,

INTEGER :: ii
INTEGER :: 11

INTEGER, DIMENSION (3), PARAMETER :: uvwID = (/2,3,4/)

TYPE (func), DI
TYPE (func), DI
TYPE (func), DI

TYPE (neighborIDs), DIMENSION (3,2) :: nID

and the coordinate direction in which the partial derivative is desired.

Thanks to James Erwin (CRAFT Tech) for giving me the building blocks

vatives_1_001.£90

ted to generalize the process of computing derivatives on a
grid space. This requires the calculation of the Jacobian
ormation between grid units and physical coordinates. By
he specifics in subroutines and functions, the effort of
derivate is reduced to specifying the variable of interest

tion calls can be used to construct calculations involving
vatives.
code.

e computation of the grid metrics using the Jacobian can
he CFD text by Anderson.

computation of interest would be second partials. This
ly be used to construct mixed second-partials

tials such as d"2/dx"2 were computed in a single

r, this would require the addition of a new function that

+ f£(1-1) - 2f¢i) 1 / [ dx"2 ]
not been completed in this version. For now, second-partials
ed by twice applying the partialOne{] function.

Nathan Murray)

ngDerivatives

ION(:,:,:,:),POINTER :: f !can be either grid or function data
ynj,nk,nf

IDs

zID ! Zone number of neighbor

ii ! i-index of neighbor

33 ! j-index of neighbor

kk ! k-index of neighbor

isBoundary ! TRUE if neighbor is the boundary
! FALSE for internal nodes

j,k,n,ng,ni,nj,nk,nvar, £
¢33, kk
,mm, nn

MENSION(:),POINTER :: gr0 ! the grid
MENSION(:), POINTER :: gfun ! the flow variables
MENSION(:),POINTER :: dgfun ! the computed derivative
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64' LOGICAL :: onBoundary

65|

66[ CHARACTER (1024) :: £fn

67

68 WRITE(*,"'(A)') "Reading Data"

69

70i WRITE(fn,'(A) ') "VolumeData_ConicWithCB_OverExp/SubsetXYZFile.bin"

71} OPEN (UNIT=101,FILE=TRIM(fn), STATUS="0ld", FORM="unformatted" ,ACTION="read")
72: READ(101) ng

73 WRITE(*,'(A,Il12)') "Number of input zones =", ng

74| ALLOCATE (g0 (ng))

75 READ(101) (grO(n)%ni,gr0(n)%nj,gr0(n)%nk,n=1,nqg)
76 DO n=1,ng

77 ALLOCATE (gr0 (n) %$£ (gr0(n) $ni, gr0 (n)%nj, gr0 (n) $nk, 3))
78 READ(101) grO(n)%&f
79 ENDDO

80 CLOSE (101)
81 WRITE(*,'(A)') "Grid File Loaded"

82
83% WRITE(fn,'(A)') "VolumeData_ConicWithCB_OverExp/Snapshot_001.bin"
84 OPEN (unit=101, file=TRIM(fn),FORM="'unformatted’', STATUS='0ld' ,ACTION="read’')

85 READ(101) ng

IF ( ng .NE. SIZE(gr0)) STOP "grid and function file not same number of blocks"
ALLOCATE (gfun (ng))

88 READ(101) (gfun(n)%ni,gfun(n)%nj,gfun(n)%nk,gfun(n)%nf,n=1,ng)

89 DO n=1,ng

@ ™
-~

90 ALLOCATE (gfun(n) %f (gfun(n) %ni,gfun(n) ¥nj,gfun(n) ¥nk,gfun(n) ¥nf))

91} READ (101) gfun(n)%f

92 END DO

93 CLOSE(101)

94 WRITE(*,'(A)') "Solution File Loaded"

95

96} ! Convert the (x,y,z) grid data to (x,r,phi) ... READ discussion of issues
97 ! in the subroutine below before using this conversion ...

98| ! CALL convertXYZtoXRPhi (gr0}

99

100 ! Allocate array for ocutput of calculation:

101f ! variable 1 :: du/dz

102 ! variable 2 :: epsilon_[1ijk} (s_{[ij}*omega_[k])

103 ALLOCATE (dgfun(ng))

104| DO n=1,ng

105 dgfun(n) $ni=gfun(n) %ni

106 dgfun (n) ¥nj=gfun(n)%nj

107 dgfun (n)%nk=gfun(n) $nk

108 dgfun(n) $nf=2

109; ALLOCATE (dgfun (n) %f (dgfun (n) $ni, dgfun (n) ¥nj, dgfun (n) ¥nk, dgfun (n) ¥nf))
110 ENDDO

111

112 DO n=1,ng

113 WRITE(*,'(A,15)') "Computing Zone ",n

114 DO i=1,gr0(n)%ni

115 DO j=1,gr0(n) %nj

116 DO k=1,gr0(n)%nk

117 ! Find indices for my neighbors -> nID

118 CALL setNeighbors(n,i,j,k,gr0(n)%ni,gr0(n)%nj,gr0(n)$nk,nID)
119

120 ! Ask for derivative of variable in p coordinate direction

121} ! In the current dataset the streamwise velocity is variable 2 ...
122 ! partialOne(dataSet,varlD,gridData,i, j, k,neighborIDs,derivDirection)
123 dgfun(n)%£f(i,j,k,1) = partialOne(gfun,2,9r0,i,3,k,nID,3)

124 ! first partial of variable 2 in gfun w.r.t. direction 3 in gr0
125 ! this is du / dz

126
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! Construct the omega dot strain-rate tensor product similar to
! Seiner's rational approach ... however, this is NOT the Seiner
! term of interest ... here I'm computing the TOTAL not the
! FLUCTUATING quantity that is really of interest.
dgfun(n)%f(i,3,k,2) = 0.0
! Loop over (l11,mm,nn) = 1 -> 3 to perform tensor product
DO 11=1,3; DO mm=1,3; DO nn=1,3
IF ( pt{(ll,mm,nn) .EQ. 0.0 ) THEN
! pt == 0.0 is the permutation tensor = 0 so we can cycle
! to the next interation of the DO loop ...
CYCLE
ELSE
dgfun(n)%f(i,j,k,2) = dgfun(n)%f(i,j, k,2) + &
pt(11,mm,nn) * 0.5 * omega(gfun,uvwID,gr0,1i,3,k,nID,nn) * &
{ partialOne(gfun,uvwID(11),9r0,1i,3,k,nID,mm) + &
partialOne(gfun,uvwlD(mm),gr0,1i,3,k,nID,11) )
! The above sums up all the terms of
! epsilon_lmn * s_lm * omega_n
! where s_1lm is computed as
! 0.5 * ( du_l/dx_m + du_m/dx_1 )
ENDIF
ENDDO; ENDDO; ENDDO

ENDDO
ENDDO
ENDDO
ENDDO

WRITE(*, "' (A)') "Writing Output”

WRITE (fn, ' (A) ') "DerivativesOQutput.bin”
OPEN (UNIT=101,FILE=TRIM(fn), FORM='unformatted', STATUS='replace',ACTION='write')
WRITE (101) ng
WRITE(101) (dgfun(n)%ni,dgfun(n)%nj,dgfun(n)snk,dgfun(n)%nf,n=1,ngqg)
DO n=1,ng
WRITE (101) dgfun(n)sf
ENDDO
CLOSE (101)

WRITE(*,"' (A) ') "Done"
CONTAINS

SUBROUTINE convertXYZtoXRPhi (grid)
! convertXYZtoXRPhi assumes 'grid' contains a cartesian grid with variables
! 'x,y,2' and converts to a cylindrical grid with 'x,r,phi’
| ccoos Discussion ------
! This conversion assumes a right-handed coordinate system where 'x' is
! the axis of the cylindrical coordinate system. The calculation of 'r°’
! is then straightforward as (y*2 + 272)"0.5. However, the determination
! of the azimuthal angle phi requires care. The FORTRAN intrinsic ATAN2 is
! aware of this issue and takes into account what quatrant (y,z) is in
! when returning the angle., However, the result is restricted to the
! range -pi/2 -> +pi/2 where the angle is measured as the counter-clockwise
! rotation from the positive 'y' axis. NOTICE -- If this conversion is
! performed prior to computing derivatives there WILL BE ambiguity at the
! negative 'y' axis where a "jump" will appear from +pi/2 to -pi/2 between
! neighboring grid points.
JEL D Concerning the Present Situation -----
I have created this problem in some degree by generating 'neighbor' rules

1

! that allow the azimuthal grid index to wrap ... one way of avoiding the
! above problem is to compute only forward or backward derivatives at the
! negative 'y' axis ... in essence setting the negative 'y' axis as an
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190

192
193

196
197
198

191

194 ||
195 ||

actual boundary. Another possible solution would be the assignment of

a separate type of boundary ... a periodic boundary at the negative 'y!'
axis ... but this would require a separate set of conditions to handle
central-differences across the periodic boundary ... for now, I'm not going

to implement either of these solutions but only mention them here for
reference.

TYPE (func),DIMENSION(:), INTENT (INOUT) :: grid

INTEGER :: 1,3,k

REAL :: r,phi,y,z

DO n=1,SIZE(grid)
DO i=1,grid(n)%ni
DO j=1,grid(n)%nj
DO k=1,grid(n) $nk
y = grid(n)sf(i,j,k,2);z = grid(n)%$£(i,3,%,3)
grid(n)$£f(i,3,k,2) = SQRT(y**2.0 + 2**2.0)
grid(n)%£(i,j,k,3) = ATAN2(z,y)
ENDDO
ENDDO
ENDDO
ENDDO

END SUBROUTINE convertXYZtoXRPhi

SUBROUTINE setNeighbors(currentZone,ii, jj, kk,imax, jmax, kmax,neighborlD)
! setNeighbors builds the small array 'neighborID' which identifies the grid
! location of all 6 neighbors to the current cell. These are subsequently used
! to compute derivatives as desired. There are some calculations here that are
! strictly dependent on the current data set. The idea was to use this
! subroutine to identify the neighbors so that the computation of derivatives
! could be completely general.
INTEGER, INTENT (IN) :: currentZone,ii,jj, kk,imax, jmax, kmax
TYPE (neighborIDs),DIMENSION (:, :), INTENT (OUT) :: neighborID
! neighborID [ {i,j,k Direction], [behind,ahead] ]

! Initialize all 'isBoundary' logicals to FALSE to ensure they are only
! set to true if necessary.
neighborID(:, :)%isBoundary = .FALSE.

! Set neighbors in the i-Direction .
e ce-
! The 'i' direction is the axial direction and is continuous
! without any zonal boundaries in the current data set. All
! I have to check for is the grid space boundaries.
! I can do this using the MIN and MAX commands without
'requiring IF THEN blocks.
neighboriD(1,1:2)%2zID = currentZone
neighborID(1,1 )%ii = MAX(ii-1,1)
neighborID(1,2 )%ii = MIN(ii+1,imax)
neighborID(1,1:2)%3j = jj
neighborID(1,1:2)%kk = kk
IF ( ii .,EQ. 1 ) THEN
neighborIiD(1,1)%isBoundary = ,TRUE.
ELSE IF ( ii .EQ. imax ) THEN
neighborID(1,2)%isBoundary = .TRUE.
ELSE
neighboriD(1,2)%isBoundary = .FALSE.
ENDIF

! In the 'j' and 'k' directions, all my neighbors have the
! same 1i index, so I can set that here
neighboriD(2:3,1:2)%ii = ii
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253

254 IF ( currentZone .EQ. 1 ) THEN

255 lemmemcceeee

256 ! Set Neighbors in Zone 1 ... the outer zone ...

257 ! The 'jJ' direction is the radial direction ...

258 ! The 'k' direction is the azimuthal direction ...

259 e

260 ! The 'ahead' j-neighbor is always in the current zone

261 neighborID(2,2)%2ID = currentZone

262 neighborID(2,2)%kk = kk

263 ! ... but may be on the outer boundary

264 neighborID(2,2)%jj = MIN(jj+1, jmax)

265 IF ( jJ .EQ. jmax ) neighborID(2,2)%isBoundary = .TRUE.

266

267 ! If I'm not on the inner boundary ...

268 IF ( j3 .GT. 1 ) THEN

269 ! the 'behind' neighbor is straightforward

270 neighboriD(2,1)%zID = currentZone

271 neighborID(2,1)%jj = jj-1

272 neighborID(2,1)%kk = kk

273 ELSE

274 ! The 'behind' neighbor is in zone 2 ... the inner zone

275 neighborID(2,1)%2ID = 2

276 ! The specific neighbor now depends on which sector I

277, ! am in. A simple INT() function can indicate the sector

278 ! given that there are 30 elements in each of the 4 sectors.

279, IF ( INT((kk-1)/30)+1 .EQ. 1 ) THEN ! sector 1

280 neighboriD(2,1)%jj = 1

281 neighborID(2,1)%kk = 30 - kk + 1

282 ELSE IF ( INT((kk-1)/30)+1 .EQ. 2 ) THEN ! sector 2

283 neighboriD(2,1)%3jj = kk - 30

284 neighboriD(2,1)%kk = 1

285 ELSE IF ( INT((kk-1)/30)+1 .EQ. 3 ) THEN ! sector 3

286 neighboriD(2,1)%3j3j = 30

287 neighboriD(2,1)%kk = kk - 60

288 ELSE IF ( INT((kk-1)/30)+1 .EQ. 4 ) THEN ! sector 4

289 neighborID(2,1)%jj = 30 - (kk - 90) + 1

290 neighborID(2,1) $kk = 30

291 | ENDIF

292 ENDIF

293

294 ! Set the neighbors in the 'k' direction ...

295 ! Both 'ahead' and 'behind' neighbors are in the same zone

296 neighboriD(3,1:2)%zID = currentZone

297 neighborID(3,1:2)%3jj = j3j

298 ! ... but there is a wrap-around in the azimuthal direction

299 neighborID(3,1)%kk = kk-1

300 neighboriD(3,2) $kk = kk+l

301 IF ( kk .EQ. 1 ) THEN

302 neighboriD(3,1)%kk = kmax ! 'behing' neighbor has to wrap

303 ELSE IF ( kk .EQ. kmax ) THEN

304 neighboriD(3,2)%kk = 1 ! 'ahead' neighbor has to wrap

305 ENDIF

306 ELSE IF ( currentZone .EQ. 2 ) THEN

307 lemmmmem e

308§ ! Set Neighbors in Zone 2 ... the inner zone ...

309 ! 'yJ' and 'k' represent a curvilinear coordinate system

310} joscosooooos

311 ! In zone 2 I have to be careful with the boundaries

312 ! Set the j-Direction neighbors first

313 IF ( j3 .EQ. 1 ) THEN

314 neighborID(2,1)%zID = 1 ! behind neighbor in Zone 1

315 neighboriD(2,1)%jj = 1 ! All Zone 1 neighbors to Zone 2 have j=1
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316 neighborID(2,1)%kk = 30 - kk + 1
317 neighborID(2,2)%zID = currentZone
318 neighborID(2,2)%3)] = jj+1
319 neighborID(2,2)%kk = kk
320 ELSE IF ( jj .EQ. jmax ) THEN
321 neighborID(2,1)%2ID = currentZone
322 neighboriD(2,1)%3j = jj-1
323 neighboriD(2,1) %kk = kk
324 neighborIiD(2,2)%zID = 1 ! ahead neighbor in Zone 1
325 neighboriD(2,2)%3jj = 1 ! All Zone 1 neighbors to Zone 2 have j=1
326 neighborID(2,2) %kk = kk + 60
327 ELSE ! I'm not on a boundary and the neighbors are straightforward
328 neighboriD(2,1:2)%2ID = currentZone
329 neighboriD(2,1 }%33 = jj-1
330 neighborID(2,2 )%3jj = jj+1
331 neighborID(2,1:2)%kk = kk
332 ENDIF
333
334 ! Set the k-Direction neighbors
335 IF ( kk .EQ. 1 ) THEN
336 neighboriD(3,1)%2ID = 1 ! behind neighbor in Zone 1
337 neighboriD(3,1)%jj = 1
338 neighborID(3,1)%kk = 30 + 3j
338 neighborID(3,2)%zID = currentZone
340 neighborID(3,2)%33 = 33
341 neighboriD(3,2) %kk = kk+1
342 ELSE IF ( kk .EQ. kmax) THEN
343 neighborID(3,1)%2ID = currentZone
344 neighborID(3,1) %33 = 3j
345 neighborID(3,1) %kk = kk-1
346 neighboriD(3,2)%zID = 1 ! ahead neighbor in Zone 1
347 neighboriD(3,2)%jj = 1
348 neighborID(3,2)%kk = 90 + 30 - §§ + 1
349 ELSE ! I'm not on a boundary and the neighbors are straightforward
350 neighborID(3,1:2)%2zID = currentZone
351 neighboriD(3,1:2)%33 = 3J
352 neighboriD(3,1 )%kk = kk-1
353 neighborID(3,2 )%kk = kk+1
354 ENDIF
355 ELSE
356 ENDIF
357
358 END SUBROUTINE setNeighbors
359
360 FUNCTION partialOne(vFunc,nVar,coord,i,j,k,nID,dir) RESULT(varDer)
361 ! partialOne computes the first derivative of variable 'nVar' in 'vFunc'
362 ! at grid location (i,j,k) in the 'dir' coordinate direction
363 ! using the neighbors defined in nID. The coordinate direction
364 ! corresponds to one of the grid axes ... i.e. (X,y,2z) or (x,r,phi)
365 IMPLICIT NONE
366 TYPE (func),DIMENSION(:), INTENT (IN) :: vFunc
367 TYPE (func) ,DIMENSION (:), INTENT (IN) :: coord
368 INTEGER, INTENT (IN) :: 1i,j,k,dir,nVar
369 TYPE (neighborIDs) ,DIMENSION(:, :), INTENT (IN) :: nID
370 REAL :: varDer,dl,d2,d3
371
372 REAL, DIMENSION(3,3) :: gMets
373§
374 gMets = setMetrics(coord,i,j,k,nID)
375
376 ! Differencing of the function variable on the computational space
377 dl = dol (vFunc,nVar,nID,1)
378 d2 = dol (vFunc,nVar,niID,2)
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379 d3 = dol (vFunc,nVar,nlD, 3)
380
381 varDer = gMets(l,dir)*dl + gMets(2,dir)*d2 + gMets(3,dir) *d3
382
383 END FUNCTION partialOne
384
385 FUNCTION setMetrics(coord,ii,jj,kk,nID) RESULT(gridMet)
386 ! setMetrics returns the 3x3 matrix of grid metrics necessary for
387 ! computing derivatives.
388 IMPLICIT NONE
389 TYPE (func) ,DIMENSION(:), INTENT (IN) :: coord
390 TYPE (neighborIDs) ,DIMENSION(:, :) ,INTENT(IN) :: nID
391 INTEGER, INTENT (IN) :: ii,3jj,kk
392 INTEGER :: 1,3
393 REAL,DIMENSION(3,3) :: gridMet
394 REAL,DIMENSION(3,3) :: jac
395 REAL :: detJac
396
397 ! differencing physical space (x,y,z) W.R.T. grid directions i,J,k
398 { i.e. dx/dxi is the difference of "x" in the "xi, or 1" coordinate
399 ! direction.
400 DO i=1,3 ! For each grid index direction i,j,k
401 DO j=1,3 ! For each coordinate direction i.e. X,y,2
402 ! Differencing of coordinate 'j' in the 'i' direction
403 jac(j,i) = dol{(coord,j,nID,i)
404 ENDDO
405  ENDDO
406
407 !The jacobian”-1 of transformation ----ceecec-e--c
408 detJac = 1.0d4d0/( jac(1,1)*(jac(2,2)*jac(3,3)-jac(2,3)*Jac(3,2)) - &
409 jac(1,2)*(jac(2,1) *jac(3,3)-Jac(2,3) *jac(3,1)) + &
410 jac(1,3)*(jac(2,1)*jac(3,2)-jac(2,2) *jac(3,1)) )
411
412 ! These are the grid metrics =--==v-ce-c-ceo-—---
413 ' (1,1) = d xi/d_x ... (2,3) = d_eta/d_z . etc.
414 gridMet(1,1) = detJac * (jac(2,2)*jac(3,3) - jac(2,3)*jac(3,2))
415 gridMet(1,2) = -detJac * (jac(1,2)*jac(3,3) - jac(l,3)*jac(3,2))
416 gridMet(1,3) = detJac * (jac(l,2)*jac(2,3) - jac(l,3)*jac(2,2))
417 gridMet(2,1) = -detJac * (jac(2,1)*jac(3,3) - jac(2,3)*jac(3,1))
418 gridMet (2,2) = detJac * (jac(l,1)*jac(3,3) jac(1,3)*jac(3,1))
419 gridMet (2,3) = -detJac * (jac(l,1)*jac(2,3) jac(1l,3)*jac(2,1))
420 gridMet (3,1) = detJac * (jac(2,1)*jac(3,2) jac(2,2)*jac(3,1))
421 gridMet (3,2) = -detJac * (Jjac(l,1)*jac(3,2) jac(1l,2)*jac(3,1))
422 gridMet (3,3) = detJac * (jac(1l,1)*jac(2,2) jac(1,2)*jac(2,1))
423
424 END FUNCTION setMetrics
425
426 FUNCTION dol (vfunc,nVar,nbID,dir) RESULT(der)
427' ! dol computes the difference related to a first derivative
428 ! gives central difference for interior nodes
429 ! gives forward or backward difference for boundary nodes ...
430 ! difference is used.
431 IMPLICIT NONE
432 TYPE (func) ,DIMENSION(:), INTENT (IN) :: vfunc
433 TYPE (neighborlDs), DIMENSION (:, :) , INTENT (IN) :: nbID
434 INTEGER, INTENT (IN) dir,nvVar
435 REAL :: delta,der
436
437 ! If either neighbor in the differencing direction is a boundary ...
438 IF ( nbID{(dir,1)%isBoundary .OR. nbID{(dir,2)%isBoundary ) THEN
439 delta = 1.0 ! set delta to 1.0 (forward or backward difference)
440 ELSE
441 delta = 2.0 ! set delta to 2.0 (central difference)
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442 ENDIF
443 ! The computational space has a delta of "1.0" grid unit per index.
444 ! This delta assumption cancels out when performing the differencing
445 ! on the physical variables so it can be anything.
446
447 ! This gives the (ii,jj,kk) ind
448 der = ( vfunc(nbID(dir,2)%zID)%f (nbID(dir,2)%1ii, s
449 nbID(dir,2)%jj,nbID(dir, 2) %kk,nvVar) - &
450 viunc (nbID(dir,1)%2ID)%f(nbID(dir,1)%ii, &
451 nbID(dir, 1) %33, nbID(dir, 1) %kk,nvVar) ) / delta
452
453 END FUNCTION
454
455 FUNCTION kd(i,j) RESULT (delta) ! Kronnecker delta
456 INTEGER, INTENT(IN) :: i,3j
457 REAL :: delta
458
459 IF (1 == j) THEN
460 delta = 1,0d0
461 ELSE
462 delta = 0.0d0
463 END IF
464
465 END FUNCTION kd
466
467 FUNCTION pt(i,j,k) RESULT(epsilon) ! permutation tensor
468 INTEGER, INTENT(IN) :: i,3,k
469 REAL :: epsilon
470
471 IF ((i == 1 .AND. j == 2 ,AND. k == 3) .OR. &
472 (f == 2 ,AND., j == 3 .AND, k == 1) .OR. &
473 (1 == 3 ,AND. j == 1 ,AND. k == 2)) THEN
474 epsilon = 1.0d0
475 ELSE IF ({(i == 1 .AND. j == 3 ,AND. k == 2) .OR. &
476 (1 == 2 _AND. j == 1 ,AND. k == 3) .OR. &
477 (1 == 3 _AND. j == 2 ,AND. k == 1)) THEN
478 epsilon = -1.0d0
479 ELSE
480 epsilon = 0.0d0
481 END IF
482
483 END FUNCTION pt
484
485 FUNCTION omega (vFunc,uvwID,coord,i,j,k,nID,dir)
486( ! omega computes the vorticity in the 'dir' coordinate direction.
487 ! 'yvwID' is a 1x3 array indicating which variables are the velocity
488 ! components in the X,y,z directions. 1In the current data set this
489 ! should be set to uvwID = (/2,3,4/)
490 IMPLICIT NONE
491 TYPE (func),DIMENSION(:), INTENT(IN) :: vFunc
492 TYPE (func) ,DIMENSION(:), INTENT (IN) :: coord
493 INTEGER, INTENT (IN) :: i,J,k,dir
494 INTEGER, DIMENSION(:), INTENT (IN) :: uvwID
495 TYPE (neighborIDs),DIMENSION(:, :), INTENT(IN) :: nID
496 INTEGER :: m,n
497 REAL :: omega
498
499 omega = 0.0d0
500 DO m=1,3; DO n=1,3
501 IF ( pt(dir,m,n) .EQ. 0.0 ) THEN
502 CYCLE
503 ELSE
504 omega = omega + &
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505 pt (dir,m, n) *partialOne (vFunc,uvwiD (n),coord,i,Jj,k,nID, m)
506 ENDIF
507 ENDDO; ENDDO
508
509 END FUNCTION omega
510

511(|END PROGRAM computingDerivatives
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Appendix B: Baars & Tinney “Scaling Model for Nonlinear Supersonic Jet Noise.”
APS-DFD-D24.8.
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Abstract Submitted
for the DFD12 Meeting of
The American Physical Society

Scaling model for nonlinear supersonic jet noise WOUTIIN
BAARS, CHARLES TINNEY, The University of Texas at Austin — Numerous
cndeavors have been undertaken to investigate nonlinear propagation of sound from
jet flows in range-restricted environments. However, only weak observations of cu-
mulative nonlinear effects have been made using these laboratory-scale setups, all
the while being observed under full-scale conditions. The inconsistency is caused by
the lack of rigor in understanding what the appropriate scaling parameters should
be for producing measurable cumulative nonlinearities in laboratory-scale environ-
ments. A scaling model will be presented that one could use to guide future studies
aimed at investigating this unique component of turbulent mixing noise. At first,
the important length-scales for cumulative nonlinear waveform distortion - the shock
formation distance and the acoustic absorption length - are written in terms of jet
exit parameters. Their ratio, expressed as the effective Gol’dberg number, is a
measure of the strength of nonlinear distortion relative to that of dissipation. By
computing the individual length-scales and this dimensionless ratio for an experi-
ment that is being designed, one can estimate the presence of cumulative nonlinear
distortion beforehand.

Woutijn Baars
The University of Texas at Austin
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Appendix C: Panickar et al. “Localization of Acoustic Sources in Shock-Containing Jet
Flows Using Phased Array Measurements.” AIAA Paper 2013-0613.
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51st AIAA Scl eting i the New Horlzons Forum and Aerospsce Exposition AlAA 2013-0613
07-10 anulry 201 3, Grspevine (DslllsIFt. Wonh Reglon), Texas

Localization of Acoustic Sources in Shock-Containing
Jet Flows Using Phased Array Measurements

Praveen Panickar,” James P. Erwin! and Neeraj Sinhat
Combustion Research and Flow Technology, Inc. (CRAFT Tech), Pipersville, PA-18947, USA

Nathan E. Murray® and Gregory Lyons?
National Center for Physical Acoustics, The University of Mississippi, University, MS-38677, USA

In this paper, we shaii examine the feasibility of using time-resoived hybrid RANS-LES
(IHRLES) simuiation data to perform noise source iocaiization studies on a hot jet from a
conic nozzie operating at preasure matched conditions. The source iocaiization wiii be per-
formed using a traditionai deiay-and-sum beamforming technique. This technique requires
time-resoived data on a phased array of microphones iocated in the acoustic farfieid of the
Jet; this data wiii be obtained by coupiing the HRLES simuiation with a Ffowcs Wiiiiams
and Hawkings equation noise prediction code. Using insights gained from experimentai
beamforming, we shali show that beamforming using CFD data is a feasibie, and poten-
tialiy iess expensive and time-saving, aiternative to constructing compiicated phased array
systems for performing these caicuiations on experimentai data.

I. Background and Motivation

Noise from supcrsonic jets falls primarily into two categories, either turbulent mixing noise or shock noise.
Of these two, turbulent mixing noise is comprised of two sources, both of which are broadband in nature:
(a) the eddy Mach wave radiation which propagates downstream relative to the jet flow direction, and (b)
fine scale turbulence which is omni-directional. On tlie other hand, shock noise can be either narrowband
(also called jet screech) or broadband (called broadband shock associated noise, or BSAN), and propagates
towards the gideline or upstream direction relative to the jet flow. Shock noise most commonly occurs when
a convergent-divergent nozzle is operated at off-design conditions. However, jets exhausting from military
nozzles typically contain shocks even when operated at design conditions; this is primarily because the
internal contour of these nozzles are not shaped in order to ensure a smooth expansion of the gas.

Jet noise contributes significantly to noise-induced hearing loss, structural degradation of airframes, and
restrictions to maintenance, testing, and training schedules due to noise pollution of communities surrounding
military installations. To this end, it is imperative to gain a better understanding of jet noise generation
mechanlsins in a turbulent flow. Such an understanding is essential if one is to construct predictive models
for jet noise. One approach that has been considered is the beamforming technique using a phased array of
microphones.! This technique has been shown to provide an estimate of the distribution of noise sources in a

*Research Scientist, Senior AIAA Member.

tResearch Scientist, AIAA Member.

$Technical Director, AIAA Associate Feflow.

§Research Scientist 11 and Research Assistant Professor of Mechanicai Engineering, Senior AiAA Member.
9Graduate Research Assistant, AIAA Member.
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flow. Investigations on the use of phased arrays in seroacoustics in general, and jet noise in particular, were
conducted by many researchers including Brooks and his coworkers®* at NASA Langley, Bridges and his
coworkers®® at NASA Glenn, Papamoschou, Morris and McLaughlin? to name a few. Recently Dougherty®
developed a new generalized inverse beamforming method for jet noise and demonstrated its effectiveness in
mapping coherent sources and extrapolating directivity patterns using a 2D phased array system.

All the reports refcrenced in the previous paragraph are based on experimental studies. Working with
simulated data removes many of the encumbrances that are present while working in an experimental facility.
For instancc, in an experimental facility, one is restricted by the size and placement of microphones that
comprise the phased array system. It is not possible to use a phased array system to interrogate a cross
plane of the jct unless one resorts to a cage array, in which case care has to be taken that the microphones
are not damaged by the flow; this can make the aperture of the phased array larger than what would be
practically required depending on the frequency of interest. Additionally, moving the system and setting
it up at & different location takes a long time since each move requires a recalibration. These difficulties
are not present when simulated data is used for phased array calculations; the phased array can be located
anywhere in the flowfield. Other practical limitations present in experimental testing, such as the number
of microphones available for use, are also not present when looking at simulated data. The major limitation
when using simulated data is the cost involved with generating time resolved data; however, this difficulty
is gradually being alieviated as supercomputing clusters, with ever-increasing processor counts, become
available, and by using thesc clusters in parallel to provide time resolved data at a reasonably fast rate.

Given all of the limitations discussed previously with experimental phased arrays, it should be noted here
that the phased array calculations using simulated data is not meant to replace, or eliminate, the need for
these experiments. Rathcr, the intent is to use the simulated data to carefully guide the experiments and
suggest optimized array configurations that lead to more accurate source localization. The simulated phased
array data can be used in two specific ways. First, by using a large amount of numerical microphones that
can be located anywhere in the acoustic field, beamforming calculations can be used in order to determine
source characteristlcs (frequency and location) that would be difficult to predict given the limited number
of microphones available to the experimentalist. Secondly, once these characteristies are known, a virtually
limitless amount of array configurations can be tested using only the number of microphones available for a
given experiment in a test facility. The configurations that best match the ideal solution can be the focus
of thc cxperiments for further testing. The goal of this paper is to present this methodology and consider
its application to shock-containing jets for initial validation, before expanding out to other aeroacoustics
configuratlons of interest.

I1. Configurations and Objectives

The current work involves a combined experimental and computational initiative in ordcr to examine
and understand the inner nozzle and near nozzle flow conditions and their impact on jet noise. To this end,
we shall examine a nozzle that consists of a straight walled convergent-divergent section, which we shall
rcfer to as the conic nozzle; the interested reader is referred to Murray et al.? for nozzle geometry details.
Based on the throat-to-exit area ratio, the conic nozzle has a prescribed “design” operating Mach number
of M; = 1.74.

The primary objective of the current work will be to investigate the feasibility of performing phased array
calculations on simulated jet data. This feasibility will be gauged by performing beamforming calculations on
the conic nozzle with the centerbody operating at its design (or pressure-matched) condition. This primary
objective can be broken up into the following sub-objectives:
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1. Compare overall and spectral acoustic characteristics of experimental and computational configurations
in the farfield in order to ensure agreement between the two.

2. Acquire fluctuating pressure data using a linear phased array, for the conic nozzle configuration with
the centerbody operating at pressure matched conditions, in the anechoic jet laboratory at the NCPA
in order to determine an acceptable number of ensembles for constructing the cross-spectral matrix.

3. Perform high-fidelity HRLES simulations of this configuration, and obtain adequate time-resolved data
on the ADS (as dictated by the results of the previous item).

4. Using FW-H equations, propagate the acoustics on the ADS to microphone locations on the linear
array that was used in the experimental measurements.

5. Perform beamforming calculations of the experimental and computational configurations and compare
the source localization results provided by both methods.

The expcriments and computational measurements will be performed on heated jets with stagnation tem-
perature of 1005 K (1350 °F) unless specified otherwise.

III. Computational Capabilities and Experimental Setup

The computational simulations were performed using CRAFT Tech's CRAFT CFD® LES code!®!! which
is a structured Navicr-Stokes solver that uses an upwind differencing scheme that is fifth order accurate in
space and various time integration schemes including a second order implicit alternating direction implicit
(ADI) scheme and various explicit Runge-Kutta schemes. The code is highly parallelized using domain
decomposition, with linear spced-up parallel performance on several large supercomputers for very large
grids.’?> Thc calculations werc pcrformed using a hybrid RANS-LES (HRLES) model.!® The primary
advantage of using HRLES is the ability to include the internal nozzle in the jet noise simulations. By
including the internal nozzle it becomes possible to smoothly transition the subgrid eddy viscosity from
within the nozzle boundary layer to the LES. The intent of the HRLES simulations is to more accurately
describe the nozzlc and LES interface boundary condition instead of dialing in a steady boundary condition
from a precursor RANS solution (zonal RANS/LES). The HRLES framework allows for feedback between
the RANS and LES regions and can help appropriately capture realistic fluctuations inside of the nozzle
given sufficicnt, and often times restrictive, grid resolution. Currently the eddy viscosity predicted by the
HRLES mode] tends to smooth the initial shcar layer and negatively impact the noise levels in the sideline
and upstrcam directions. In the downstream direction, the primary component of noise is due to turbulent
mixing and this component is captured with sufficient accuracy by the zonal RANS/LES method. Thus, by
using HRLES, one can expect to improve noise predictions in the sideline and upstream directions and show
better agreement with experiments. The computational grid for the current initiative contains approximately
7 million cclls and extends 60R; (R; is the nozzle radius) in the axial (X) direction and had a radius of
30R; at its widcst cxtent. Downstrcam of this, there is a buffer zonc that cxtends a further 30R; in order to
damp out unwanted reflections at the LES flow boundaries. Inside of the buffer zone, rapid grid stretching
is employed along with a first order upwind scheme.

Many researchers have contributed to the development of the CFD acoustic analogy method for ject
noise.}*"17 In this paper we shall makc use of the Ffowcs-Williams and Hawkings (FW-H) equation to
compute the far-field noise at desired microphone locations. This solution consists of an integration over a
surface surrounding the noise generating mechanisms of the flow.!8:1® In order to perform this integration,
flow variables are recorded on this “permeable” acoustic data surface (ADS) with the desired time resolution.
Figure 1 shows the HRLES computational domain with the ADS in place. The time step for the CFD
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Figura 1. Computatlonal domain with acoustic data surfaca {ADS), shown shaded, used to predict farflald nolss using
tha Ffowcs-Wlillams and Hawkings (FW-H) equations.

simulations in the current effort was selected to be 5.0e-8 secouds. For farfield uoise and besmformiug
calculations a sample rate of 200 kHz was determined to be satisfactory, and acoustic variables were recorded
on the ADS every 100 LES timesteps. The LES/FW-H codes described here have been extensively used for
the prediction of jet noise for a wide variety of subsonic and supersonic jets in both free and impinging jet
configuratlons.?%-22

In order to supplement the CFD computations, some experimental phased array tests were conducted in
the Anechoic Jet Laboratory (AJL) at the University of Mississippis National Center for Physical Acoustics;
facility dctails can be found in Murray et al.? This phased array system consists of 32 exponcntially spaced
Kulitc pressure transducers (type XT-140, dynamic range = 0-100 psia), mounted on a stainless steel rod.
This array was positioned 60.96 cm (24 inches) below the nozzle exit and offsct 7.64 em (2.94 inches) in the
axial direction; the downstream end of the rod was inclined at an angle of 15° to the nozzle axis. Figure
2 shows an image of the experimental setup with the nozzle and the pressure transducers mounted in the
rod. Digitized fluctuating pressure data from the array was recorded and stored on a National Instruments
PXIe (PCI eXtensions for Instrumentation-express) system. The PXle system has four PXle-4331 cards
(8 channels, 24 bits of resolution, 102.4 kHz maximum sample rate). Each acquisition recorded 1048576
samples per channel at 100 kHz. For a given configuration, at least 10 such acquisitions of data were
recorded. Spectral data were calculated by dividing the data in a given run into blocks of 8192 points each;
this yielded a frequency resolution of 12.21 Hz. Depeuding on the number of files used to do the spectral
calculations, the number of ensembles that could be averaged for the cross spectral matrix ranged from 1
(only part of one file used) to 1280 (all ten files used).

IV. Results and Discussion

Figure 3 shows the LES time-averaged streamwise velocity component, U, of the conic nozzle operating
at pressure matched conditions. The sharp throat and the conic diverging section (as opposed to a smooth
throat and divergent section that would be produced using the method of characteristics) results in two
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Figure 2. Experimantal phased array sstup.

separate shock-trains; the first originating at the sharp throat, and the second originating at the nozzle exit.
Both shock-trains propagate downstream along the jet column as seen in the figure. In addition to the shock-
train, one can also see the slip line along the jet axis where the oblique shock-cells coalesce. Figure 4 shows

Flgure 3. Mean str ! Y of the conic nozzle with upstreemn centerbody opereting st pressurs
matched conditions.

the normalized (using the jet exit velocity) streamwise velocity along the jet axis. Thils figure clearly shows
the oscillations in the mean velocity, which are a result of the jet undergoing rapid successive expansions
and contractions, which shows up in the flow visualization as shock-cell structures.
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Flgure 4. Normallzed mean streamwlise velocity along tha centerline of the jet.

IV.A. Comparlson of Farfield Acoustic Characterlstlcs

Prior to performing phased array calculations on the simulated jet data, it is important to compare the
simulation and experiments in order to ensure agreement between the two. In the current paper, this
agreement will be verified by comparing the farfield acoustic data measured using the arc array of microphones
in the AJL to the acoustic levels at the same microphone locations predicted using LES/FW-H methodology.
Figure 5 shows a comparison of the overall sound pressure levels (OASPL) between the experimental data
and LES/FW-H calculations at the various azimuthal location which are measured with reference to the
upstream location. It can be seen that the experiments and simulations agree to within 2 dB over most
of the measurement angles. The peak level and directivity agrees well with the experimental measurements,
including the OASPL directivity at upstream angles, which is a characteristic of shock-containing jets. The
agreement worsens at the downstream angles, but this can be attributed to the coarsening of the HRLES
grid at the downstream locations and the finite length of the ADS (extending only to 60R;).

Figure 6 shows a comparison of the noise spectra at three different farfield microphone locations: 135°
(turbulent mixing noise direction), 90° (sideline direction), and 60° (shock noise direction). Once again, the
agrecment between the experimental measurements and simulations are acceptable to within the restrictions
imposed by the grid resolution (~ 10 kHz). In the downstream direction, the Mach wave radiation peak
agrees very well with the experimental measurements. The over-prediction of low-frequency noise at all
angles is due to the finite LES runtime before noise sampling, and the existence of a long-scale acoustic
instability that exists between the inflow and outflow of the LES domain. In the sideline and upstream
directions, there appears to be a build-up of energy just before the grid cut-off frequency of around 10
kHz. This build-up is potentially due to the over-prediction of eddy-viscosity by the HRLES model, and
holding the initial shear layer steady for too far downstream. When the shear layer destabilizes, the grid
resolution in this region is fine and therefore leads to the over-prediction of mid-to-high frequency noise just
before the cut-off. To improve the sideline and upstream noise predictions, more grid resolution is required.
Nevertheless, the coarse grid used in this study yields acceptable noise predictions which will help guide the
development of the source localization in the remainder of the paper.

60of 17

American Institute of Aeronautics and Astronautics

ApPPENDIX C - PAGE C-7

QUARTERLY PROGRESS REPORT NoO. 6 — N00014-11-1-0752
Approved for Public Release — Distribution is Unlimited




AcTIVE CONTROL OF NOISE FROM HOT SUPERSONIC JETS | QUARTERLY RPT. 6

Downloaded by Nathan Murray on February 7, 2013 | hitp://arc.aisa.org | DOI: 10.2514/6.2013-613

Conic nozzle with centerbody - pressure matched operation
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Flgure 5. Comparlson of tha overall sound pressure levels between axperimantal measuremants and FW-H calculations
of the slmulated Jet.

IV.B. Experimental Phased Array Measurements

Prior to performing phased array calculations on the HRLES data, a rudimentary set of experiments were
conducted on the conic nozzle configuration with the centerbody using the experimental linear pliased array
system. The nozzles were operated at cold and heated conditions and fluctuating pressurc data was recorded
by the linear phased array system. The primary objective of these experiments was to provide guidance to
the CFD simulations regarding an acceptable number of ensembles required to generate the cross-spectral
matrices used for beamforming calculations. To this end, fluctuating pressure data was acqulred by the
linear array for the cold nozzle (Ty = Tumbient) Operated at overexpanded conditions (M; = 1.55). Figures 7
show sample spectra and cross-correlations coefficients calculated for the first six microphones in the array
for this cold jet operated at overexpanded conditions. The spectra and cross-correlations shown in figure
7 were calculated using 128 ensemble averages. The spectra clearly show the presence of both shock noise
components, i.e., screech and broadband shock associated noise. The screech tone can be clearly seen at
approximately 2.6 kHz and the broadband shock noise hump is seen at higher frequencies between 4 and 5
kHz.

In contrast, as shown in figure 8, for heated jets operating at the same overexpanded pressure, screcch
tones can no longer be clearly discerned. Additionally, it can be seen that the broadband hump has moved to
higher frequencies and the correlation levels between the sensors has reduced. This points to a fundamental
change in the acoustic sources that we shall examine using phased array calculations.

The data from the phased array system is reduced using the classical delay-and-sum (DAS) beamforming
method in the frequency domain. This method assumes that the noise sources are incoherent, point sources.
In order to arrive at the bcamform map, the following procedure is followed:

a Construct the cross-correlation matrix for each narrowband frequency, Sy (n,m), where n and m are
the microphone indices, and f is the narrowband frequency; for the 32 microphones used in this study,
this matrix has size 32 x 32 for each frequency.
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Conic nozzle with centerbody - pressure matched operation
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Figure €. Comperison of the farfleld spectrel cherecteristics between experimentsl measurements end HRLES simuls~
tlons for the conlc nozsle with centerbody opereting at pressure metched condltlons.
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Figure 7. (e) Spectre end (b) cross correletion coefficients for the first six sensors In the experimentel lineer phased
erray. Cold Jet, oversxpended operetion, M; = 1.55.

e Delete the diagonal element of the cross-correlation matrix at each frequency to give the modified
cross-spectral matrix 5y (m,n).

¢ The beamforming result is calculated using the expression:
Yk = wz‘gwkr (1)

where w; represents the steering vector for the microphones to a steering point k, and is expressed as:

[
e(:l!,..-a‘.’ﬂ
=— 2
Wim |5m — ikl ] ( )

where m is the microphone index, w = 27tf is the circular frequency, c is the speed of sound, and &
is the vector coordinate location, and |Z,, — Zx| represents the distance between the m*® microphone
location and the kt® scanning plane location.
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Figure 8. (e) Spectre and (b) cross correlation coefficiants for tha first six sensors In the axperlmenta! linsar phased
array. Haated jat, 7y = 1005 K, pressure-matchad operation, My = 1.74.

Using this method the beamforming result is calculated on a plane of interest, in this case the symmetry
plane (Z = 0), oriented in the streamwise-vertical (X,Y) direction. Following this, the beamforming results
are presented as contour plots corresponding to a specific 1/3"¢ octave band of interest. This is done by
summing the beamforming results at each narrowband frequency comprising the 1/3'¢ octave band.

For the linear phased array system, the beamforming output is on a scanning line, that extends along
the nozzle axis, rather than on a scanning plane. Results are then presented as contour plots on the axial
location-frequency, (X, f), plane. For phased array calculations using CFD data, results are presented in
the traditional manner, on the (X,Y’) plane.

1V.B.1. Determining Optimal Number of Ensembles

When dealing with time-resolved HRLES simulation data, it must be remembered that it is generally not
feasible to acquire as much time-resolved data as one can in an experimental study. For instance, the
time-resolved experimental data was acquired over a period of ~ 10 seconds; to generate the same amount
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of simulation data would take a prohibitive amount of computational time. For this reason, a study was
undertaken in order to determine the amount of time-resolved data required for acceptable beamforming
results. This study was performed on the cold conic nozzle with the centerbody operating at overexpanded
conditions (spectra and cross-correlations shown in figure 7) since this configuration had distinct frequency
regimes of interest (screech tones and broadband shock-associated noise) that could be examined for the
purpose of this study.

Figures 9(a) and 9(b) show the delay-and-sum beamforming results using 128 ensembles for the cold,
overexpanded conic nozzle configuration. This figure clearly shows the broadband shock associated noise,
between 4-6 kHz, is localized within 10 inches of the nozzle exit. Additionally, the screech tones at 2.6
kHz, scen better in figure 9(b), cxtend intermittently (corresponding to the shock-cell intermittency) for
almost the entire axial length scanned. Reducing the number of ensembles to 8 reduces the resolution of the
beamforming results significantly as shown in figures 9{(c) and 9(d); however, one is still able to distinguish
the broadband shock-associated uoise and screech tone components from the noise floor. Further reduction of
the number of cnsembles to 4, as shown in figures 9(c) and 9(f), detcriorates the quality of the beamforming
results to where it becomes unacceptable. For this reason, it was decided to run the HRLES simulations for
enough iterations that would provide 6 enscmbles for averaging. In order to run the time-resolved iterations
of the HRLES simulations we have used the High Performance Computing (HPC) resources provided by
the Department of Defcnce (DoD). It must be noted that it takes approximately 260,000 CPU hours to run
the required number of iterations, which corresponds to approximately 55 days of continuous run time when
using 190 CPUs operating in parallel.

IV.C. Phased Array Calculations Using HRLES Data

For the CFD data, the phased array calculations were conducted using two different array designs. Both
designs used a 2D array of microphones that were located parallel to the streamwise-vertical, (X,Y’), plane
of the jet and offset by a distance of 1.83 m (72 inches} in the Z direction. The first design was similar to the
JEDA design discussed in Brooks et al.4 and consisted of 41 microphones arranged in 5 concentric circles
each containing 8 microphones and an additional microphone at the center. The second design consisted
of 45 microphones arranged in 5 logarithmic spiral arms, each containing 9 microphones. Figure 10 shows
the microphone locations of both phased array measurement systems. As seen from the figure, both phased
array systems have tle same effective aperture and size.

As mentioned previously, traditional delay-and-sum beamforming calculations with diagonal removal of
the cross spectral matrix were performed, using both phased array systems at various 1/3"¢ octave band
center frequencies. The scanning plane for these calculations was the (X,Y) plane at Z = 0. For rcference,
the nozzle exit plane corresponds to X = 0. The results of these calculations are presented as stacks of
beamform maps: figurc 11 shows the beamform maps for the phased array systcm consisting of microphoncs
arranged in concentric circles and figure 12 shows the beamform maps for the phased array system with the
log-spiral arrangement of microphones. These figures show that the dominant noise source for the jet is
located downstream of the nozzle exit at the lower 1/3° octave band center frequencies. For higher center
frequencies, the source regions are located closer to the nozzle exit and are smaller in size compared to those
at the lower center frequencies. This result is in broad agreement with experimental work reported in Brooks
et al and Podboy et al.® Moreover, it is seen that the phased array system using the logarithmic spiral
arrangement of microphones does not show striations in the beamforming results similar to what is seen
for the phased array system using the concentric circular array of microphones; this is especially evident at
higher center frequencies.

Finally, for the purposes of comparison, we present beamforming results from a third array design. This
array is similar to the logarithmic spiral array shown in figure 10 and uses the same number of microphones.
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Flgura 9. Beamforming results using the linear array of trensducers on a cold conlc nossle with the centerbody oparating
at pressura matched conditions.
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Flgure 10. Microphone locetlona for the phased array systems used in the current study. The microphones on tha
concentric phased array are shown as filled biack circles, and the microphones on the log-splrel erray ere shown as fillad
biue circles.

However, this array is ~1.5 times larger in diamcter; henceforth, we shall refer to the spiral array shown in
figure 10 as the small aperture spiral array (SASA) and this new design as the large aperture spiral array
(LASA). The beamforming results using the LASA are shown in figure 13. This figure shows the merit of
using a phased array of larger aperture for beamforming calculations at the lower eenter frequencies. It ean
be seen that for the 3.15 kHz, 5 kHz and 8 kHz center frequencies, the beamforming results using the LASA,
figure 13, have better resolution than their eounterparts in figure 12 that were ealeulated using the SASA.
However, the disadvantage of using the LASA ean be seen from the beamforming results at higher eenter
frequencies where the resolution is diminished when compared to the SASA. This reduction in resolution
at higher frequencies can be attributed to spatial aliasing in the LASA, since the microphones are loeated
relatively further apart as eompared to the SASA.

Beamforming calculations using simulated data can thus be reliably used to determine acoustic source
locations in a jet flow. Due to the quick turnaround time for these ealeulations, a large number of phased
array designs can be tested in a relatively short period of time. This method has the potential for providing
guidance for optimal phased array designs and locations, which can then be implemented and verified in an
experimental setup.

V. Concluding Remarks

The beamforming results presented in this paper serve to underscore the feasibility of using simulated
data in conjunction with a noise predietion code for the purposes of identifying acoustie sources In a flow.
It is hoped that thesc studics ean be used to provide insight into acoustic eharactcristics of various flows
of interest to the aercacoustics eommunity prior to manufacturing and testing expensive models for the
laboratory. In this sense, the beamforming calculations using simulated data have been coneeptualized in
order to provide guidanee for optimal array designs for experimental efforts. Simulations of various other jet
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Figure 11, Beamforming meps for the jet from the conic nozzle with the centerbody operated st pressure metched
ditlon using the ic circular microphone srray.

flow configurations of interest, as well as various other aeroacoustic flows, are currently underway. We hope
to present results from these studies at future conferences.
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Figure 13. Beemforming meps for the Jet from the conic nozzie with the centerbody opereted et pressure metched
condltion using the logarithmic spirel microphone erray.
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Using Phased Array Measurements
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OUTLINE OF THE PRESENTATION

o Motivation and problem definition,
¢ Flow configuration and geometry,
o CFD methodology,

o Experimental facility,

e Flow characteristics from CFD,

— Mean flow characteristics,
- Farfield acoustics and comparison with experimental measurements,

o Insights from experimental beamforming calculations,
¢ Beamforming using CFD data,

e Conclusions and future work.
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MOTIVATION AND PROBLEM DEFINITION

« Jet noise from military aircraft engines fall into two categories: turbulent mixing
noise and shock noise,

o Better understanding of the characteristics of these components is necessary to
further efforts in development of control and suppression strategies,

— Changes with jet operating conditions (NPR and TTR),
- Changes with nozzle geometry,
e Beamforming techniques can provide valuable insight into the location and
distribution of acoustic sources in jet flows,

| e These techniques, combined with high fidelity simulation data, can be used to
guide the design of acoustic suppression devices in a more cost effective way
compared to expensive fabrication and laboratory testing.

Perform beamforming calculations on simulated jet flows in order to demonstrate
the feasibility of obtaining acoustic source localization and distribution
information; identify important parameters and establish the guidelines necessary
Jor reliably performing these calculations.

CRAF T Tech g
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FLOW CONFIGURATION AND GEOMETRY

Locking Nut

el O N Sheil

1 of 12 Facets

e 2 inch exit diameter CD nozzle with conic convergent and divergent sections,
operated with a centerbody upstream of the convergent section,

o Nozzle design Mach number based on area ratio = 1.74,

g o Nozzle stagnation temperature = 1350 °F.
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CFD METHODOLGY

» ~ 7 million grid points,

o CRAFT CFD® solver using hybrid RANS-LES (HRLES) model with time step
= Se-8 seconds,

o 5th order (spatially) upwind differencing scheme and various time integration
schemes including a 2nd order ADI and various Runge-Kutta schemes,

o Parallelized using MPI.
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CFD METHODOLOGY

HRLES SIMULATION - FARFIELD ACOUSTICS

¢ Time resolved data recorded on an acoustic data surface; this data is used
to compute the noise at desired farfield microphone locations using the

g Ffowcs-Williams and Hawkings (FW-H) method.
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EXPERIMENTAL FACILITY
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EXPERIMENTAL FACILITY
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MEAN FLOW CHARACTERISTICS

y bar: 100 271 442 613 784 955

» Time resolved simulations: CFD timestep = 5.0¢-8 seconds,

o Wake from centerbody clearly seen

» Double-diamond shock cell structure due to shocks downstream of the sharp
throat and at the nozzle exit can also be clearly seen.

S

e Page 8 e Prev e Next e Last o Full Screen e Close

INSTANTANEOUS VELOCITY AND PRESSURE
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HRLES SIMULATION - FARFIELD ACOUSTICS

Conic nozzle with centerbody - pressure matched operation
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HRLES SIMULATION - SPECTRA

Conic nozzle with centerbody - pressure matched operation
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I HRLES SIMULATION - SPECTRA

Conic nozzle with centerbody - pressure matched operation
110 i 5 ——woay =

100

20

80

70

SPL, dB ref 20 u Pa

iy Experimental Measurement,6=90.0f

—— CFD Prediction,8=90.0"

50
10° 10° 10
Frequency, Hz

I ® Page 12 e Prev e Next e Last e Full Screen e Ciose

HRLES SIMULATION - SPECTRA
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PHASED ARRAY CALCULATIONS

PROS AND CONS OF PHASED ARRAY CALCULATION IN CFD DOMAIN

¢ Use acoustic data surface and Ffowcs-Williams Hawking method to calculate
time resolved data at desired microphone location; these locations may not be
feasible in a laboratory setting due to spatial or flowfield restrictions.

¢ Allows for rapidly reconfigurable phased arrays of different designs that can be
used to simultaneously “view” the jet flowfield,

~ Can use different phased array design for different frequencies of interest
without associated costs of building and setting up a new array.

¢ Allows for use of many more microphones than practically feasible in
experimental work.

¢ The challenge lies in obtaining ‘enough’ ensembles in order to sufficiently
resolve cross-correlation estimates between the microphones.

&—EUHAFTT«C” .
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EXPERIMENTAL PHASED ARRAY STUDY

EFFECT OF NUMBER OF ENSEMBLES

¢ Linear array of 32 microphones with logarithmically varying spacing between
them,

o Selected configuration of cold, overexpanded jet (M; = 1.55) from a conic nozzle
with a centerbody,

o Sample rate = 100 kHz, 1024 x 1024 samples acquired.
o Traditional delay-and-sum (DAS) beamforming calculations.
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EXPERIMENTAL PHASED ARRAY STUDY

128 ENSEMBLES
¢ Blocksize of 8192 points, A f = 12.21 Hz...

Localization of noise sources.
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EXPERIMENTAL PHASED ARRAY STUDY

8 ENSEMBLES
¢ Blocksize of 4096 points, Af = 24.41 Hz...
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EXPERIMENTAL PHASED ARRAY STUDY

4 ENSEMBLES
o Blocksize of 4096 points, Af = 48.83 Hz...

Locakration of noise sowrces. Locakzation of screech sources.
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PHASED ARRAY DESIGN

¢ Two array orientations considered: in shock-noise direction and in peak turbulent
mixing noise direction.

¢ Two types of array design considered:

- Microphones arranged in concentric circles (8 microphones per arm, 5 arms
+ one microphone at center = total 41 microphones),

- 2D log-spiral arrangement of microphones (9 microphones per arm, 5 arms
= total 45 microphones),
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CFD PHASED ARRAY METHODOLOGY

¢ Using FWH method, obtain time resolved, fluctuating pressure data at phased
array microphone locations,

¢ Calculate and save cross-spectral matrices (CSM) at each narrowband frequency,
Gy (m,n), where m and n are microphone indices and f is the narrowband
frequency,

- Hanning window applied in time domain,

- 6 bins containing 4096 points each, frequency resolution, A f = 48.83 Hz,

— Diagonal elements of the CSM are deleted (reduces self noise from
microphones),

o Perform classical beamforming (a.k.a delay-and-sum beamforming) calculations
in the X — Y (streamwise-vertical) plane with spatial resolution of Az = Ay =
0.25 inches.

o Array offset for 2D phased arrays = 72 inches.

¢ Beamforming results presented in 1/3rd octave bands by summing results at each
constituent narrowband frequency between the high and low frequency limits of
that band.
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CFD OCTAVE BAND BEAMFORMING RESULTS

2D CIRCULAR ARRAY

4 [Contar Frequency = 3.18 ktiz
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CFD OCTAVE BAND BEAMFORMING RESULTS

2D SPIRAL ARRAY
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CFD OCTAVE BAND BEAMFORMING RESULTS

2D CIRCULAR ARRAY
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CFD OCTAVE BAND BEAMFORMING RESULTS

2D SPIRAL ARRAY

« [Conter Froquency = 12.8 hHx]

S

® Page 24 e Prev » Next ¢ Last  Full Screen e Close

INSIGHTS FROM PRELIMINARY BEAMFORMING
CALCULATIONS

¢ DAS beamforming shows the presence of acoustic sources that appear to move
closer to the jet exit as the 1/3rd octave band center frequency is increased.

— At the lower frequency the source region extends as much as 12-15 nozzle
diameters downstream of the nozzle exit,

— At the higher frequencies, the sources appear as distinct packets, probably
corresponding to the shock cell pattern,

¢ Results emphasize the feasibility of beamforming calculations on CFD
simulations as a viable technique to study acoustic source characteristics of
various jet configurations.

e Results are in qualitative agreement with references showing experimental
beamforming studies on hot, shock-containing jets (Dougherty and Podboy
(AIAA Paper 2009-3186), Brooks, Humphreys and Plassman (AIAA Paper
2010-3780), and Podboy, Bridges and Henderson (2010 NASA TM)).

ﬁA FT Tech
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EFFECT OF ARRAY SIZE

SMALL AND LARGE APERTURE SPIRAL ARRAYS

I ® Page 26 o Prev e Next o Last e Full Screen e Close

EFFECT OF ARRAY SIZE

SMALL APERTURE SPIRAL ARRAY
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EFFECT OF ARRAY SIZE

LARGE APERTURE SPIRAL ARRAY
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EFFECT OF ARRAY ORIENTATION

LARGE APERTURE SPIRAL ARRAY, SHOCK NOISE DIRECTION
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EFFECT OF ARRAY ORIENTATION

LARGE APERTURE SPIRAL ARRAY, TURBULENT MIXING NOISE DIRECTION

Center Freguancy =2 kia]
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CONCLUSIONS AND FUTURE WORK

¢ Beamforming of simulated data is a feasible alternative to building experimental
phased arrays for localizing acoustic sources in a jet flow

— Eliminates restrictions on number of sensors that can be used,

~ Allows for design and calculations using multiple sensor arrays that would
not be practically feasible (space and cost considerations),

¢ Produce simulation data with higher frequency resolution to resolve locations of
high-frequency sources,

» Extend beamforming methods to include different free jet flow configurations
and geometries,

¢ Determine dependance, if any, of amount of time-resolved data required given
different flow situations,

o Incorporate additional beamforming methods (DAMAS, GINV and
CLEAN-SC).

Sz
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Appendix E: Haynes et al. “Application of MHz Frame Rate, High Dynamic Range PIV to
a High-Temperature, Shock-Containing Jet.” AIAA Paper 2013-0774.
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Application of MHz frame rate, high dynamic range
PIV to a high-temperature, shock-containing jet

R. Harris Haynes®*, Bryan A. Brock®, and Brian S. Thurowt!
Department of Aerospace Engineering, Auburn University, 211 Davis Hall, Auburn, Alabama 86849, USA

An experimental investigation is described for the study of a high-temperature, shock-
containing jet emanating from a conic-section, converging-diverging nozzie. Particie image
velocimetry (PIV) measurements were acquired for a fiow fieid centered axiaiiy at the
end of the jet potential core and radially along the iower half of the shear iayer. For ail
cases the nozzie was operated at over-expanded conditions, and PIV images were acquired
through the combined use of a puise burst iaser and a high-speed, gated intensified CCD
framing camera. Because the system couid acquire sequences of 16 images at MHz frame
rates, temporaily resoived measurements were abie to be obtalned. Each component of the
unique PIV system is described in detali along with the experimental setup. In addition,
a computationai procedure deveioped for high dynamic range (HDR) analysis is presented
with accompanying, sampie resuits. Estimations of the measurement errors associated with
these resuita are aiso given. Finally, ateps for improving the quality of the experimentai
data as well as the analyeis procedure are offered as suggestions for future investigations.

I. Introduction

The work presented in this paper is part of a larger, collaborative effort to investigate the turbulence
associated with jet noise generation. In addition to particle image velocimetry (PIV), synchronous near-
field and far-field acoustic messurements were obtained to better quantify the noise generated by supersonic
flows cmanating from converging-diverging (C-D) nozzles. Such noisc is associated with typical variable-
area nozzles found on modern, high-performance, military aircrafts and consequently is of interest due to
concerns over noise-induced hearing loss as well as degraded operational awareness. The cumulative data
from these studies provides temporally resolved, synchronous characterization of thc near-nozzle velocity
field, the hydrodynamic pressure field, and the acoustic far field. By studying the nolse-generating features
of high-temperature, shock-containing jets using several measurement techniques, the hope is that a better
understanding of near-nozzle flow conditions and their impacts on jet noise radiation can be obtalned.

The following sections provide a comprehensive overview of the experimental rescarch that was performed
for this paper, that is, the acquisition of time-resolved (TR) PIV data for the near-nozzle flow field encom-
passing the collapse of the jet potential core (descriptions and preliminary results for the near-field and
far-ficld acoustic investigations arc available in Murray ct al.!). The aeroacoustic motivation for this work
is provided by introducing the problem of jet noise. Following such background information, accompanying
sections are given that depict the experimental setup and the corresponding, operational parameters. The
specialized facility where measurcments were performed is described in conjunction with the unique PIV
system that was used. It should be noted that results obtained for this experimental investigation will be
presented at a later time. The aim of this paper is to discuss the development of a high dynamic range (HDR)
processing scheme that will supplement conventiona! forms of PIV data analysis. The proposed HDR algo-
rithm and its validation using synthetic particle images are presented in section IV. Steps for improving this
HDR procedure are offered in the final section along with other concluding remarks.

*Graduate Research Assistant, Department of Aerospace Engineering. Student Member AIAA.
1 Associate Professor, Department of Aercepace Engineering. Senior Member AIAA.
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II. Experimental overview

Despite over 60 years of research in jet aeroacoustics, a limited understanding persists in regards to
turbulent jets and the mechanisms responsible for turbulent noise generation. Not only has a universal
definition of turbulent noise sources eluded theorists, but what constitutes a source mechanism and how
such mechanising can be rendered less efficlent (as it pertaing to sound generatlon) remain unknown. From
an expcrimental standpoint attempts to model, measure, and control turbulent jets have been thwarted by
instrumental constraints. More often than not, such constraints have resulted from inadequate sensitivities
and Insufficient frequencies to accurately capture or notlceably Influence phenomena of interest, Until a
better understanding of source mechanisms is achieved, efforts designed to eliminate or even minimize jet
noise radiation will continue to be at the forefront of aeroacoustic research.

For the purposes of this paper in conncction with the Jet Noisc Reduction (JNR) program of the Officc
of Naval Research (ONR), jet noise corresponds to the high-amplitude sound generated by air-breathing
propulsion systems, namely low-bypass turbine engines. At present it represents one of the most acute noise
sources for the Department of Navy and has been linked to adverse biological, mechanical, and environmental
effects. Such effects hiclude but are not limited to the noise-induced learing loss of Navy persounel, the
structural degradation of Navai airframes, and the restriction of maintenancc, testing, and training sched-
ules due to noise pollution in communities surrounding Naval installations.? To counteract these issues and
combat the problem of jet noise, attempts are being made to realize and establish jct noise reduction tech-
nologies through coordinated science efforts. The multitude of experiments undertaken in this investigation
represents oue such effort. As mentioned, while the overall project goal is to obtain a benchmark-quality
data sct that includes time-dependent, velocity-ficld measurements along with synchronized near-ficld and
far-field pressure signals, the research presented in this paper is solely concerned with the characterization
of the near-nozzle velocity field.

IILA. Anechoic Jet Laboratory

Experiments were conducted in the Anechoic Jet Laboratory (AJL) at the Jamie Whitten National Center
for Physical Acoustics (NCPA) on the campus of the University of Mississippi. The AJL is a small facility
purpose built for the study of high-tcmperature, supersonic jet noise.3 To overcome the shortcomings of
previous facilities, specifically the NASA Langley Small Anecholc Jet Facility (SAJF), the AJL Is designed to
allow for aspiration of the test chamber. Using a 10,000 standard cubic feet per minute (SCFM) fan, ambient
air can be pulled through the facility at speeds of approximately 1 ft/s (mcasured without jet flow in the
anechoic scction). Because of upstream and downstream stagnation chambers, the air actually percolates
into the 19-by-20-by-8 ft test chamber (measured between the wedge tips) through 50% porosity sliding
panels in the upstream and downstream walls. This mode of operation results in a very even temperature
distribution throughout the room while maintaining an acoustically anechoic environment. By aspirating
the entire chamber, problems associated with focalized heating can be minimized along with adverse effects
on the jct entrainment due to the enclosed space. Figure 1 provides a view of the test chamber in the AJL
with various measurement systems in place.

The jet rig visible in figure 1 and shown specifically in figure 2 is supplied air from an 1100 hp Ingersoll-
Rand Centac compressor through a desiccant dryer system. A maxiinuin volumetric flow rate of 5000 SCFM
of dry (—~40°F) air at 125 psia enables continuous operation of the facility at desired test conditions. Control
valves operated in a closed-ioop system allow the exit Mach number to be maintained within 1% of a
specified value. Heat can be added to the flow through the use of a gaseous propane burner system as
shown in figure 2(b). The actual propane combustor is housed well upstream of the nozzie assembly and is
followed by a ceramic flow straightener and settling chamber. Although multiple nozzle assemblies exist for
this system, only the configuration shown in the schematic that includes the centerbody section was utilized
for the work In this paper. Investigations to characterize the effects produced by the other nozzle assemblies
are currently underway. The compilation of results for each of these configuratlons will be presented in a
future work.
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Figure 1. Experimentel setup In the test chember of the Anecholc Jet Leboretory (AJL).
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(a) Jet rig in the AJL (b) Jet rig schematic (Murray et al.})

Figure 2. AJL propene burner system end nozzle assembly.
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II.LB. MHz frame rate PIV system

A MHz frame rate PIV system was developed through the combined use of a pulse burst laser and a high-
speed, gated inteusified CCD framing camera. For its ability to acquire sequences of 16 immages at MHz
framc rates, the system allowed tcmporally resolved velocity-ficld measurcments to be obtained for a high-
temperature, supersonic jet. Each component of the unique PIV system is explained in detail along with
the experimental setup. Although this system was synchronized with both near-field and a far-field pressure
measurement devices, only the PIV system is considered for the purposes of this paper.

II.B.1. Pulse burst laser

As has been described in previous publications,*® a pulse burst laser system developed at Auburn University
allows a specified number of high-energy, MHz rate laser pulses to be formed for a given burst of low-
energy, short-duration pulses. It should be noted that several upgrades have been made to this system since
these publications, including a new JDSU NPRO 126 continuous-wave (CW) Nd:YAG laser to enhance the
pulse-to-pulse stability of each burst. This component in particular results in more consistent illuminations
between Images and thus better results in the PIV cross-correlations. In addition to the CW laser, three
supplementary amplification stages have been Incorporated Into the system (for a total of six amplification
stages) to increase the overall energy available for each burst and consequently each individual laser pulse.
A schematic of the upgraded pulse burst laser system is shown in figure 3.

Puise Generati

Freq. Conversion

c=== Wave plate <==> Biconvexlens
“ Optical Isolator tmezd Plano-concave lens

Figure 3. Pulse burst laser system utllized for time-resolved (TR) PIV (top view).

The design of the pulse burst laser system can be divided into three fundamental parts as indicated in the
schematic: the pulse generation, the pulse energy amplification, and the frequency conversion. As the name
suggests, the function of the pulse generation stage is to slice the output of the CW laser into a burst of
low-energy, short-duration pulses. Slicing is achieved through the use of an acousto-optic modulator (AOM)
that relies ou the principles of the acousto-optic (AO) effect. In particular, a plezoelectrlc transducer is used
to produce acoustlc waves inside an optical crystal such that the traveling waves cause variations in the index
of refraction of the crystal. To an optical beam, these variations appear as a sinusoidal grating in which
the wavelength is equal to the acoustic wavelength. By controlling when and how frequently acoustic waves
are produced inside the crystal, the generation of a specified number of short-duration puises is possible
depending on how often the CW input beam is disturbed. As with most AO devices, the AOM operates in
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the Bragg regime where most of the incident light can be diffracted into the first-order beam fairly efficiently.
This diffracted beam constitutes the desired burst of pulses utilized in experimental applications.

Following the formation of low-energy (nanojoule order), short-duration pulses, the remaining stages
of the pulse burst laser consist of puise energy amplification and frequency conversion. Amplification is
provided by six flashlamp-pumped Nd:YAG rod amplifiers of increasing diameter and is necessary if the
pulses are to be used for fluid-mechanlcal measurements. The first three amplifiers are used in a double-pass
arrangement, whereas the final three allow only for single passes. Without going into detail, wave plates
and polarizers provide the necessary means for achieving double passes through the first three amplifiers.
Optical Isolators between each of the first five amplification stages prevent problems associated with parasitic
lasiug and awplified spontaneous emisslon (ASE). By the end of the amplificatlou chaln, pulse energies have
increased by a factor of more than 107~10° and generally reach leveis in excess of 50 mJ/pulse®.

The final stage of the pulse burst laser system is the conversion of the beam’s wavelength from 1064 nm
to 532 nm. This conversion is achieved via a nonlinear process inside a KTP crystal and results in an
unavoidable loss of pulse energy. Nevertheless the beam, now in the visible spectrum, can be used for
fluid-mechanical measurements including PIV and other flow visualization applications.

I1.B.2. Cordin 222-4G high-speed camera

Images are acquired using a Cordin 222-4G gated intensified CCD framlng camera that is capable of recording
16 images at a maximum, equally spaced rate of 2,500,000 frames per second®. Such images are captured with
a 2048 x 2048 px? resolutlon, although the true resolution is less due to the inherent intenslfication process.
The camera is able to achieve extremely high acquisition rates because it contains eight independently
controlled optical pathways, each incorporating a microchannel plate (MCP) for signal intensification and
ultimately terminating with a Kodak KAI-4022 CCD sensor. Schematics of the camera, including an interior
view that illustrates four of the optical pathways, are shown in figure 4. By allowing each CCD to record
2 images, 16 total images can be acqulred over a user-specified time period. Furthermore, because each
pathway is independently operated, temporal spacing between frames is variable and can be set in an
asynchronous fashion. Such flexibility even allows eight simultaneous exposures to be made. This feature
is desirable since it enables elght theoretically identical particle images to be obtained, with any differences
being directly attributable to error. More discussion on this topic will be given in the follow-up paper
that Includes the experimental results. For this work it is sufficient to note that because the camera can
acquire 16 images over a user-specified, extremely short time period, temporal resolution Is possible for all
captured fluid motions. Additlonally, the ability to obtain several particle images at varying time intervals
relative to one another has provided the means of performing HDR PIV. Such measurements offer significant
improvements over conventional PIV results since optimum temporal separations can be selected for different
particle locations depending on the local velocity.

(a) Exterior view (courtesy of Cordin Company, Inc.) (b) Interior view (courtesy of Cordin Company, Inc.)

Flgure 4. Slde profiles of the Cordin 223-4G camere utllized In the TR PIV investigation.

*This value is d after the freq: 'y co ion stage and thus accounts for the loes in energy associated with doubling
the frequency of the Nd:YAG laser beam via a KTP crystal.

BThis rate assumes a necessary CCD transfer time of 3.2 us (specified by Cordin) to ensure that the second exposure does
not include images from the first exposure.
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II.C. Experimental arrangement

The combined use of the pulse burst laser and the Cordin high-speed camera allowed TR PIV measurements
to be made on a high-temperature (1350°F), supersonic jet. For all cases only a smooth bore C-D nozzle
with an upstrcam centerbody scction (shown in figures 5(a) and 5(b)) was considcred at over-cxpanded
conditions (Mach 1.55). Such conditions are typical of aircraft exhaust during takeoff and low-altltude
operation. The actual nozzle consisted of two conic sections, one contracting and the other expanding,
joined together to form a supersonic nozzle with a very sharp radius of curvature at the throat. This near
discoutinuity at the throat is significant since it allows shocks to exist even when the nozzle is operated at
fully expanded conditions (Mach 1.74). To illustratc this cffect, a mean profile of the near-nozzle velocity
field determined by CFD is shown in figure 5(c). As indicated in the profile, the streamlined centerbody
section was positioned well upstream of the nozzle contraction. It should be noted that this nozzle assembly
without the centerbody piece represents a 1/10*" scale model of the military power setting for the General
Electric F414 engine.

(a) Nozzle centerbody (upstream view) (b) Nozzle centerbody (downstream view)

PDownloaded by Nathan Murrsy oa February 14, 2013 | http-//arc sias.org | DOL: 10.2514/6.2013-774

(c) Mean veloclty field determined by CFD for the centerbody configuration at fully expanded conditions (Murray et al.!)

Figure 5. The centerbody section Included In the noszle assembly is shown In () end (b). The shock structures existing
ot fully expended conditlons ere evident In (c).

The field of view for this work was chosen along the bottom shear layer of the jet and was centered at
a distance 14 inches (7 jet diameters) downstream of the nozzle exit. This distance was selected based on
previous measurements indicating the collapse of the jet potential core. The region imaged was slightly less
than 16 square inches and was illuminated by a laser sheet directed vertically upwards and spanning axially
along the centerline of the jet. This particular orientation was chosen for a variety of reasons including both
the need to minimize disruptions in the anechoic environment as well as to ensure the most direct observation
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of any shear layer without passing the light sheet through the jet prior to imaging. This last point was
especially important to prevent problems associated with aero-optical distortions. Figure 6 illustrates the
position of the imaged region relative to the nozzle exit and the jet centerline (drawing not to scale).

r

—\ 14.0348 In. 1
|
I 0.8463 in.

1
1
T X
]
1

1in. l 0.9349 in.

P 3.5625 in, R Py

3.5625 in.

Figure 8. Posltlon of the Imeged reglon In tha TR PIV Investigation relatlve to the noszle axit plena end tha jet
centerline (slde view). The squere reglon Indicates the cemera's fleld of view.

Flgura 7. Experl 1ary t for the TR PIV applicetion (slde view). The square raglon enclosed by tha dashed
lina Indicetes the camare’s fleld of view.

Particle seeding for light scattering was achieved using aluminum oxide (Al;O3) particles nominally
0.1 pym in diameter. A nitrogen-pressurized reservoir filled with these particles was connected to the burner
system upstream of the nozzle assembly and immediately following the propane combustor and diffuser,
respectively. Four seeding tubes were attached around the burner system symmetrically to provide a uniform
seeding density throughout the jet. To alleviate particle clumping, a spinning propeller inside the reservoir
formed a cloud of aluminum oxide particles that was subsequently dispersed into the particle seeding tubes.
Each connection between the reservoir and a tube was made in the supersonic portion of a miniature de
Laval nozzle located at the entrance to each tube. This arrangement ensured that any surviving particle
clumps were sheared apart before being injected into the burner system.

A schematic of the experimental setup is shown in figure 7. The 532 nm wavelength beam from the pulse
burst laser was passed into the anechoic chamber perpendicularly to the jet axis and opposite the location of

7of21

American Institute of Aeronautics and Astronautica

APPENDIX E - PaGE E-8

QUARTERLY PROGRESS REPORT No. 6 — N00014-11-1-0752
Approved for Public Release — Distribution is Unlimited




AcTive CONTROL OF NOISE FROM HOT SUPERSONIC JETS | QUARTERLY RPT. 6

Downloaded by Nathan Murray on February 14, 2013 | hitp://arc.siaa.org | DOL: 10.2514/6.2013-774

the camera. A turning mirror attached to the stand for the burner system allowed the beam to be directed
downstream of the nozzle exit before encountering & 1000 mm biconvex spherical lens and a second turning
mirror. Thec beam was then redirected vertically upwards through a cylindrical lens to form the laser sheet
required for light scattering. Extreme care was taken to ensure that this light sheet was oricnted both
orthogonally to the axis of the camera lens as well as to the nozzle exit plane. Additionally, thc placement of
the sphcrical lens allowed the thinnest portion of the light sheet to persist across the camera’s field of view.

PIV mcasurements were obtained by synchronizing the framing rate of the camera with the pulse-
generating rate of the pulse burst laser system. The chosen rate for all cases was 1 MHz, meaning the
16 images acquired by the camera enclosed a temporal window spanning 15 ps. To achieve the most con-
sistent pulse-to-pulse intensity within each burst, 60 laser pulses were generated for a given burst, and the
most stable 16 pulses were selected for synchronization with the 16 camcra frames. The duration of each
laser pulse was approximately 20 ns such that no image streaking was observed. A Nikon Nikkor F-mount
70-300 mm objectivc zoom lens (f/4-5.6G) was used with the Cordin camera to acquire all image sequences.

II1. The dynamic velocity range in TR PIV

In addition to the lack of three-dimensionality available in PIV, the limited dynamic velocity range
represents one of the largest problems currently plaguing the technique.” Although several methods have
been developed to extend this range, flows containing a wide velocity distribution still present a major
challenge to PIV algorithms. Because particle displacements in these flows can differ drastically depending
on the local velocity, computational procedures must be designed to account for temporal variations in
particle-image patterns. This section describes a few such approaches that aim to increase the dynamic
velocity range of TR PIV measurements. The need for temporal resolution in acquired image sequences is
explained first, and various strategies for evaluating these sequences are then presented. Notable techniques
included in the discussion are multi-frame PIV, adaptive multi-frame PIV, and adaptive multi-step ensemble
correlation. A method known as multiple pulse separation PIV is also mentioned for its relevance to improving
the dynamic velocity range, however this technique only provides time-averaged results.

The current interest in TR PIV arises from the need to obtain local accelerations and thus instantaneous
pressure fields in unsteady flow environments. Accurate measurements of velocity time derivatives are
required in order to evaluate the Lagrangian accelerations of fluid particles and subsequently Integrate the
spatial field of the pressure gradient.® For the experiments of interest and other applications involving
aeroacoustics, the accuracy of such measurements is even more important since doublc temporal derivatives
are required to use the PIV data with corresponding aeroacoustic analogies.? As a result, reliable tcmporal
derivatives must be achieved in PIV measurements if accurate, subsequent flow quantities are to be obtained.

One approach for improving the accuracy of PIV results is to increase the dynamic velocity range of the
data. According to Adrian,'® this range is defined as the ratio of the maximum velocity to the minimum
resolvable velocity. Likewise it can also be expressed in terms of the maximum and minimum resolvable
particle displacements. Mathematically these relationships can be written as follows.

DVR= = = 1
Ou [eaz/6t] Oaz M

In equation 1, the dynamic velocity range is represented by DVR, and the maximum and minimum resolvable
particle displacements are shown as Ax,,,, and oag, respectively. It should be noted that only velocity
magnitudes arc assumed in this dcfinition. Thus if ncgative vclocitics occur, then upm,. is defined as the
larger of the maximum positive velocity or the maximum magnitude of the negative velocity. At present a
DVR of approximately 200:1 is the standard for two-dimensional PIV measurements.!! In applications where
ranges begin to excecd this value, the accuracy of vectors in the low-velocity regions starts to dcteriorate. For
this rcason data acquisltlon rates are generally chosen such that only flow phenomena of interest are properly
sampled. Unfortunatcly this modc of imaging mcans that vectors calculated In other flow regimes have the
potentlal of being highly inaccurate. Consequently high dynamic range techniques have been developed to
improve the evaluation of tcmporally resolved image sequences.

Although increasing the time interval between subsequent frames is not a prefcrred method for Improving
thc DVR, a fcw studies have managed to achieve satisfactory results by applying this approach locally. The
problem with using larger temporal separations is the reduction one experiences in the signal-to-noise ratio.
A greater pulse separatlon leads to increased losses between in-plane and out-of-plane particle pairs. To
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overcome this limitation, procedures known as multi-frame (MF) PIV have been deveioped that utilize
temporally resolved, single-frame image sequences to locally optimize particle-image displacements.

One of the first MF methods designed to improve the performance of TR PIV is suggested by Fincham
and Delerce.!? The approach revolves around a hlerarchical processing scheme that conslders the effects of
iocal fluid deformation calculated during successive passes. Following an inltlal correlation of two frames
with a temporal separation of 6t, displaccment estimates are made for the deformation and correlation of
frames separated by larger time intervals (26¢, 3¢, etc.). By utilizing larger time intervals in subsequent
correlations, average pixel displacements are increased and thus thc overall DVR enhanced.

Pereira et al.!® introduce an alternative MF technique for dealing with temporally resolved image se-
quences. Termed adaptive multi-frame (AMF) PIV, the technique aims at the minimization of errors found in
low-velocity regions by adjusting locally and dynamically the interframe time between particle-image pairs.
As before, the algorithm operates on a local basis such that a constant level of accuracy is achieved for all
velocity ranges. Hain and Kahler!* propose a further development of this technique by taking higher-order
effects into account. For this case images that symmetrically straddle a shared, central frame are consldered.
By locally optimizing the particle-image displacements, an optimum temporal separation can be chosen for
each interrogation window that minimizes the relative measurement error.

A final method designed to enhance the precision and robustness of TR PIV measurements is introduced
by Sciacchitano et al.!® The technique, referred to as adaptive multi-step ensemble correlation (AMEC), in-
cludes aspects of the MF approaches described previously as well as a method known as correlation ensemble
averaging.!” For a short series of recordings separated by a constant time interval, optimum temporal sep-
arations are locally evaluated based on error-minimization criteria. Correlation signals acquired at different
temporal spacings are linearly combined through the use of homothetic transformations. From comparisons
with state-of-the-art PIV processing techniques, the AMEC method has proven to increase the reliability of
measured vectors and to significantly reduce both precision and acceleration errors.

Untii recently it has not been practicai to use MF nethods iu higit-speed flows due to iimitations im-
posed by laser and camera repetition rates. To avoid the use of excessive temporal separations in TR PIV
applications, a multiple pulse separation (MPS) technique is proposed by Persoons and O’Donovan.!® In this
technique a series of double-frame images with different pulse separations is recorded such that a sequence
with the following temporal distribution is obtained {[t, t + ni7], [t + 8¢, t + 6t + na7], ...}. The inter-
frame time (4t) remains constant, whereas the pulse separation time (7) grows according to a monotonically
increasing multiplier (n;, ng, etc.). Once a desired sequence has been acquired, vector fields for all pulse
separation values are evaluated using standard PIV algorithms. A pulse separation optimality criterion is
then applied locally to compute a final displaccment field. Because the results encompass multiple pulse
separation values, the DVR is dramatically Increased compared to velocity fields achieved by conventional
ethods. Despite this improvement, the MPS technique applies only to mean flow and turbuience quantities
since it is unabie to provide temporally resolved results.

IV. Dynamic evaluation via ordinary least squares (DEVOLS)

As noted in the previous section, flows containing a wide velocity distribution present a major challenge
to PIV algorithms. The reason is because particle motions In these flows (particle displacements in recorded
images of these flows) can vary greatly dependiug on the local velocity. Siuce the entire range of flow velocities
and thus particle motions cannot be adequately captured in a single interframe time, the temporal spacing
in conventional PIV applications must be chosen such that only flow phenomena of interest are properly
sampled. To overcome this problem and others related to temporal variations in particle-image patterns,
HDR techniques like the ones described previously are currently being developed.

Thls section presents a novel HDR approach designed specifically for the experiments of interest, that is,
the charactcrization of the near-nozzle velocity ficld in a supersonic jet using TR PIV mcasurements. The
conceptual idea for the approach is based largely on the MF method developed by Hain and Kéhler.!* Using
the correlation results of symmetrically centered image pairs with increasing tcmporal separations, a single
velocity ficld can be constructed entirely from local evaluatlons. This approach differs from the previous ones,
however, in that individual vectors are determiued frow the colubined iufluence of measurements achieved
at multiple interframe times. By considering the results of several image pairs in each local evaluation,
significant improvements can be made regarding measurement accuracy and Individual vector quality. The
following subsection discusses the proposed HDR. processing schcme, termed dynamic evaluation via ordinary
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least squares (DEVOLS), and its implementation into the experimental analysis. Validation for the procedure
is given in the latter subsection by using synthetically generated images with known particle displacements.
The effects that particle density and image noise have on the algorithm are specifically addressed.

IV.A. Proposed DEVOLS processing scheme

In the experiments of interest the ability to obtain 16 particle images at varying time intervals with respect
to one another has provided the means of performing HDR PIV. Unlike conventional PIV where only one
temporal spacing is available for all velocity determinations, the multiple combinations of image pairs in
this investigation enable a single velocity field to be constructed from the results of several different local
evaluations. In spatial regions where little or no particle motions are observed between subsequent frames,
the results of image pairs spanning greater temporal distances are also considered. Thus it is entirely possible
for vectors in the low-velocity regions of a flow ficld to be determined using the results of all available image
pairs. In this way the DVR is dramatically improved because velocity ranges corresponding to a variety of
interframe times are properly and simultaneously sampled.

'
il
'

Figure 8. Besic principle of high dynemic renge (HDR) PIV in relstion to the experiments of Iinterest. A eingle velocity
field ot t cen be determined by combining the locel evaluations of various Imege pairs. Depending on the locel velocity,
the number of Imege pelre utllised for ¢ single vector evalustion Is varleble. The Increased dynamic veloclty renge
compared to conventlonel P1V allows Improved to be obtelned

A schematic illustrating the basic principle of HDR PIV in relation to the experimental investigation is
shown in figure 8. As mentioned, sequences of 16 images were able to be obtained in which the §¢ between
subsequent frames was specified to be 1 us. This particular interval was chosen such that the maximum
flow velocities and their corresponding particle-image displacements would produce optimum results in the
correlation analyses between consecutive frames. By setting the data acquisition rate to properly sample the
maximum flow velocity, the slower velocity ranges were inherently oversampled and thus all image pairs could
be used. Considering the temporal arrangement of all 16 frames in the schematic, the velocity field located
between frames 8 and 9 is determined by considering the local results of all 8 image pairs symmetrically
straddling the point designated ¢. It should be noted that velocity fields at other points in time could also be
computed, however this particular position allows the maximum number of image pairs to be used with central
finite differencing. As is evident, for regions of the velocity field containing the highest local velocities, that is,
the largest particle displacements between consecutive images, only the image pair shown in red is considered
for analysis. Contrarily for regions containing little or no particle motions, multiple image pairs spanning
larger temporal distances are considered. The image pair shown in blue represents the case of maximum
temporal spacing and spans the entire sequence window of 15 t or 15 us. By using the information available
across all 16 frames instead of only consecutive images, significant improvements in desired flow measurements
can be made. Revisiting the mathematical relation discussed previously, the reason is because the DVR is
increased by a factor of 15 compared to conventional PIV methods. The following equations demonstrate
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this effect by eombining the individual correlation results for the minimum and maximum Interframe times.

ot 156t :
A::,,,,,, _ Azmuz
Umaz,} = T (2) Umaz,15 = 15 3t (4)
OAc
our =22 ©) Outs = 1o ®)

Considering only the relations denoted by the rectangular boxes above (equations 2 and 5), an lmproved

DVR is obtained. (a /dt] -
Umaz,1 Lmaz Trmax
DVR = == =15 6
Gurs  [082/ (1500~ 0as ©)

In the DEVOLS processing scheme all eight symmetrically centered image pairs are correlated in an
initial step. This step represents the most computationally expenslve and time-consuming portion of the
procedure sinee each correlation utilizes multiple passes along with several of the latest PIV processing
techniques (window deformatlon and subpixel refinement schemes). To perform the correlation analyses,
Dantec Dynamics software (DynamicStudio v3.31: Smart Software for Imaging Solutions) is used. In order
for a final veloeity field to be accurately constructed from local results, it Is imperative that the same number
of interrogation windows be used in each of the eight correlations. This requirement ensures that the vector
spatial locations in each displacement field are positioned and scaled in a 1:1 ratlo.

Following the eight correlation analyses, error-minimization criteria are employed to select the most
accurate vectors determined at each spatial location. Such criteria are user-specified to allow for increased
processing flexibility. To avoid errors stemming from particle accelerations, displacement measurements
are restricted by & maximum displacement limit. This upper bound ensures that high velocity regions are
only assessed by image pairs spanning the smallest temporal separations. Contrarily it enables low velocity
regions to be evaluated by the maximum number of image pairs. In most cases the highest accuracies are
achieved when partiele displacements are required to satisfy the one-quarter rule. This rule suggests that
in-plane displacements should not exceed one-quarter of the interrogation window size used in the ecorrelation
analyses.!® Although this rule is rendered obsolete by the use of multi-pass/multi-grid algorithms in the
correlation analyses (except for the initial coarse grid), it provides a reasonable albeit rudimentary condition
for the currcnt proeessing scheme. As will be described below, the algorithm at present requires valid
particle-image displacements to increase in a linear fashion over inereasing temporal spacings. Modifieations
to the program in the near future will remove this assumption by Inherently accounting for local acceleration
effects. More on this topie is given in the coneluding remarks sectlon.

In addition to the particle displacement limit, a specified level of sensitivity is applied by the DEVOLS
algorithm when eonsidering the validity of vectors. This criterion is bascd on the notion that for negligible
particle accelerations, all image pairs should in prineiple provide the same velocity measurement for a given
spatial location. Because particle motions under a zero-acceleration condition remain constant with time, a
linear trend is observed if their displacements are plotted over time. Considering only the measurements at a
single spatial location satisfying the maximum displacement restriction, a linear trend should be observed if
they are plotted against their corresponding interframe times. Therefore using ordinary least squares (OLS)
statistics, a linear regression line can be fit to the data in which the slope is indicative of the local velocity.
A measure of how well this regression line fits the displacement measurements is provided by the coefficient
of determination, denoted R2. Depending on the user-specified sensitivity level, l.e., the minimum-allowable
R? value, displacement measurements with the largest residuals are simply rejected until either the R? value
exceeds the required tolerance or only a single, default measurement remains. The default measurement In
the current algorithm corresponds to the particle displacement determined by the image pair spanning thc
shortest 6¢. Thus the default velocity measurement for each spatial location represents the conventional PIV
measurement associated with the overall data acquisition rate. In the experiments of interest this interval
is the 1 us separation time between consecutive, subsequent frames. Only the default value is used at each
location unless supplementary measurements provided by the additlonal image pairs are deemed valid by
the user-specified, error-minimization criteria.

To better explain the DEVOLS processing scheme, consider the plot shown in figure 9. In this example
all eight displacement measurements for a given spatial location are plotted against their corresponding
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interframe times. Because 32 x 32 px? interrogation windows were specified during the correlation analyses,
a maximum displacement limit was set at 12 pixels. This value is slightly larger than the one-quarter
rule would suggest. Based on this restriction (depicted by the dashed red line in the plot), five of the
eight measurements are immediately rejected. As mentioned, imposing a displacement restriction serves to
minimize effects caused by particle accelerations. Such effects become increaslngly pronounced over excessive
particle displacements since the algorithm currently assumes only linear trends. Considering the remaining
three measurcments, a linear regression line is computed using OLS statistics with the added constraint that
the line pass through the origin (since the limit of Az = 0 as §t — 0). Because the minimum R? value was
specified to be 0.975, the measurement with the largest residual (labeled Qutlier in the plot) is rejected.
After computing a second OLS regression line, the new R? value is found to exceed the specified tolerance.
Thus the slope of this final regression line represents the local velocity determined for this particular spatial
locatlon. The process is repeated for all spatial locations until a final velocity field is achieved.
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Flgure 8. Grephlcei sxplansatlon of the DEVOLS processing scheme applled at a singie spatlel locatlon. Measurements
are deemed invalld based on @ maximum displecement limlt of 12 pixels end @ mlnimum R? tolerence of 0.975 (both of
these criterle are specified by the user). The slope of the final OLS regression llne Is indicative of the local velocity.

IV.B. DEVOLS validation

To validate the DEVOLS processing scheme described previously, a time-resolved sequence containing 16 syn-
thetically generated particle images was considered. The particle density (pimg) in each image was chosen
such that on average each interrogation window would contain 24 particles. The particle diameters were
allowed to vary at 1most by 1 pixel from a nominally specified value of 5 pixels®. In addition, the particies
were allowed to exit the field of view based solcly on their in-planc motions. The particles could also vary
in depth within the light sheet (sheet thickness for the range [0 1) was set at 0.3), although such positions
were fixed since no out-of-plane motion was permitted. For this initial case only zero-noise conditions were
slmulated. To maintain consistency with the Cordin CCD sensors, the image sizes were specified to be
2048 x 2048 px2. It should be noted that the program used to generate this sequence was a modified version

¢Large particie-image diameters were specified to better resemble the particles recorded in the experimental images. As
mentioned, the resoiution in these images is inherently reduced due to tbe intensification process assoclated witb the camera.
Ci q ly the minimum resolvabie particle diameter associated with this camera is slightly iarger than wouid be expected
for a non-intensified CCD camera with a comparabie sensor size.
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of the synthetic particle-image generator in PIVlab, the time-resolved digital particle image velocimetry tool
for MATLAB.}?

The flow field simulated in the synthetic lmage sequence was a Hamel-Oseen vortex centered at the
position (1024.5, 1024.5). The maximum circulation in terms of maximum particle displacement between
consecutive, subsequent frames was limited to 8 pixels. This value was chosen such that the one-quarter rule
would be satisfied for 32 x 32 px? interrogation windows over a single interframe time. A 50% overlap was
specified for these windows during the correlation analyses. A vortex was chosen to validate the DEVOLS
processing scheme because it provides a geometrically simple case of flow containing a wide velocity range.
Depending on the interframe time, portions of the flow field are inherently under-sampled or drastically over-
sampled when investigated by conventional PIV. This effect is evident In the individual correlation results
presented in figure 10. A small 6t provided by the central image pair can resolve the high-velocity regions

Absolute Error
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288 0.0878
512 0.075
768 0.0625
& 1024 $ 0.05
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1636 0.025
1792 12 0.0128
2048 PP sos 127 s 2 o
1 256 512 768 1024 1280 1538 1792 2045 32 48 64 80 % 112 127
x {px) x {vec)
(a) Vector plot for &t (b) Abeolute error from the analytical result
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(c) Vector plot for 154t (d) Absolute error from the analytical result

Flgure 10. Veloclty flelds determlned by the lmage palrs spanning ét and 1545t, respectively. Every third vector s
shown for clerity since each fleld conteins over 18,000 vectors. As le evident by the corresponding ebsolute error plots,
In both cases & single Interframe time le Insufficlent to resolve the full DVR of the flow. The contour color ls Indicatlve
of the total devietlon In plxels from the snaslyticel solutlon.
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near the vortex core but in doing cannot adequately resolve the remaining low-veloclty regions (figure 10(a)).
As a result, particle motions in these regions approach the limit of minimum resolvable displacement and
thus the measurement accuracy for individual vectors is of poor quality. Contrarily a large interframe time
provided by the image pair spanning the entire temporal window of 154t is unable to resolve the core
(figure 10(c)). In this case, however, the low-velocity regions surroundiug the core and nearing the lmage
edges are highly resolved. The contour plot presented alongside each vector plot corresponds to the total
deviation, or absolute error, In pixels that exists for that particular measurement (¢ and 15 é¢, respectively).
The patterns visible in each plot illustrate the trends described previously. For both cases the low DVR in
the measurements severely limits the viability of conventional PIV applications. It should be emphasized
that because this investigation represents the ideal case of zero noise, the individual correlations perform very
well. Still, the patterns visible in the absolute error plots clearly illustrate the effectiveness of the algorithm.

Using the DEVOLS method described previously, any number of displacement results from the eight
correlation analyses can be considered at each spatial location to obtain a more accurate measurement of
the velocity field. The fact that multiple interframe times are able to be used allows this measurement to
characterize a much higher DVR of the flow than before. The plot shown in figure 11(a) contains the final
HDR result. The error minlmization criteria specified in the DEVOLS algorithm for thls case were 12 pixels
for the displacement limit and 0.975 for the R? tolerance. Unless specified, these values should be assumed
for the HDR results contained in the remainder of this paper. As before, the total deviation in pixels from
the analytical solution is shown in figure 11(b).
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> >
12600 0.0375
18%f; 0.025
smef 112 S e i ; 0.0128
2048 127 N
N 256 512 768 1024 1200 1536 1792 2042 46 64 B0 98 112 127
x (px) x (vec)

(a) Vector plot for the HDR result (b) Absolute error from the analytical result

Figure 11. Veloclty fleld end ebsolute error for the HDR result, respectively. The HDR result cherecterizes the DVR
of the flow much better then the results shown In figures 10(e) end 10(c) since It is not restricted to ¢ single Interframe
time. The pettern vislble In the contour piot cleerly lllustretes this fact.

From the plots above, the measurement accuracy in the HDR result is much better than in the results
shown previously for a single interframe time. The obvious reason is because the DEVOLS processing
scheme can locally utilize the displacement results of multiple image pairs and thus multiple interframe
times to more accurately sample the variety of flow regimes. For this flow field only the image pair spanning
the shortest &t should ideally be used to sample the high-velocity regions near the vortex core. Contrarily
multiple image pairs with successively increasing temporal separations should be used to sample flow regimes
located at increasing spatial distances from the core. Considering the plot shown In figurc 12(a), this cxact
trend is observed. The contour coloring scheme is indicative of the number of displacement measurements
(Nyec) utilized by the DEVOLS algorithm to determine the final OLS regression line at each vector location.
Because the mlnimum velocities In this flow field were still significantly higher than the minimum resolvable
limit (assumed to be 0.1 pixels), only half of the image pairs were able to be used at any given location
bascd on the specified scttings (12 pixcl displacement restriction and 0.975 R? tolerance). Figure 12(b) also
illustrates this trend by plotting the velocity profile measured along the central, horizontal slice through
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the vortex. As is evident, the HDR result shown in red almost exactly matches the analytical solution,
whereas the individual correlation results show significant deviations. The results derived from the image
pairs spanning the largest temporal distances are especially ineffective at resolving the high-velocity regions
near the core.

N
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1 16 n 48 64 80 96 1m2 27
x {vec)

1 256 512 768 1024 1280 1536 1m2 2048
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~

¥ (vec)

(a) Vectors considered per spatial iocation (b) Veiocity profiie for the central, horizontai silce

Figure 12. Results for the vector evajustion fleid es weii as the centrei velocity profils, respectively. The trends observed
In both cases Indicate that only the lmage palr spanning the shortest temporal dlstence ls capeble of accuretely resolving
the high-velocity regions near the vortex core. Contrarlly multipie Imngo palrs lpunnlng increasing temporal distances
are abje to resoive the jow-velocity regions. Thus an Increased of d t results can be utllized to
determine the velocity vectors locsted at Incressing spatial distances from the cor.

IV.B.1. Varying particle density

To characterize the effect that different particle densities have on the DEVOLS algorithm, five temporally
resolved image sequences were synthctically generated for the Hamel-Oseen vortex previously described.
All parameters (particle diameter and variation, allowable depth within the light sheet, zero out-of-plane
particle motion, maximum circulation or particle displacement between subsequent frames, and zero noise
conditions) were held constant between the sequences except the total particle number. In each case this
total particle number was chosen such that a desired, average number of particles would be found in the
interrogation windows. Similarly as before, 32 x 32 px? windows were specified in the correlation analyses
with a 50% overlap. The particle densities considered in this investigation and written in terms of particles
per interrogation window are as follows: 3, 6, 12, 24, and 48. The HDR results shown previously for a
particle density of 24 correspond to the same image sequence utilized in this investigation.

Considering the plot shown in figure 13, the particle densities chosen for this investigation did not appear
to affect the DEVOLS algorithm in any appreciable way. A few blips are noticeable for pimg = 3, however
the overall velocity profile still closely resembles the analytical result. One would expect the measurement
error to increase for densities below 3 due to the lack of particles and consequent ambiguity in the correlation
analyses. One would also expect the error to increase above 48 due to the increased overlapping of particle
images in the recordings. Quantifying such levels where the DEVLOS processing scheme begins to experience
significant errors relative to conventional PIV algorithms is certainly a topic warranting further investigation.
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Figure 13. HDR results for the Hemel-Oseen vortex In which the particle density was varled. Flve temporally resolved
Image sequences wers syntheticelly genereted to conteln 3, 8, 12, 24, end 48 perticles per Interrogstion window. The
velocity profile shown corresponds to the centrel, horizontal slice through the vortex.

IV.B.2. Varying noise conditions

Two investigations were conducted to characterize the effects that different noise sources have on the
DEVOLS algorithm. In both cases four image sequences of increasing noise levels were considered against a
basefine sequence with zero noise. As before, a Hamel-Oseen vortex was simulated in the particle motions,
and all parameters were held constant between sequences except for the variable in question. In both in-
vestigations the chosen particle density was 24 (pimg = 24), and care was taken to ensure that the initial
positions of all particles remained the same. Thus all image sequences were identical in terms of particle
density, particle distribution, and particle motion, however they differed in the prescribed level of noise.

Salt and pepper noise  The first investigation was designed to simulate losses-of-pairs in the corre-
lation analyses. This feat was accomplished by increasing the level of salt and pepper noise in the image
sequences. Such noise affects the individual images within a sequence differently by randomly turning a
number of pixels on to the maximum intensity value or off to the minimum intensity value. The number of
pixels affected in each image is governed by a specified noise density (pnoise) applied to all of the images for
a given sequence. Multiplying this value by the total number of pixels in each image provides the total num-
ber of pixels affected. Noise densities of 0, 0.025, 0.05, 0.075, and 0.1 were considered in this investigation.
Sample particle images for pyoise = 0 (baseline) and pyoiee = 0.075 are shown in figure 14, respectively.

The plot shown in figure 15 contains the HDR results of the five image sequences considered, namely
the baseline case as well as the four cases of increasing noise. Similarly to before, this profile corresponds
to the local velocity measurements along the central, horizontal slice through the vortex. As expected, the
number of deviations from the analytical solution appears to increase with increasing noise density, although
all results resemnble thie analytical solution rather closely. The fact that large deviations appear at different
positions for diffcrent image sequences Indicates that the salt and pepper noisc applied to cach scquence was
sufficiently random. Thus the losses-of-pairs in the correlation analyses that resulted in the observed spikes
were clearly due to the noise and not some artifact in the underlying particle-image distribution.
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(a) Salt and pepper noise: ppojee =0 (b) Salt and pepper noise: ppoise = 0.075

Figure 14. Image reglons contslning different levals of salt end pepper noise. Each region meesures 128 x 128 px? and
conteins en ldenticel perticie density end perticle distribution.
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Figure 15. HDR resuits for the Hamel-Oseen vortex In which tha lavel of sait and pepper nolse was veried. Five
tamporaily r ived imaga ware synthaticaily ganerated to contain nolse densities of 0, 0.025, 0.05, 0.075,
and 0.1 (whera tha dansity multiplied by the numbar of pixals par Imaga ylaids the total numbar of pixels sffected).
The velocity profile shown correspoods to tha centrel, horlsootel siica t hrough the vortax.
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The plots shown in figure 16 correspond to the HDR result for ppoise = 0.075. Figure 16(a) shows the
entire velocity profile, whereas figure 16(b) contains an enlarged view of the region indicated by the axes.
Despite several wild deviations from the analytical solution by the individual correlation results, the HDR
curve follows the analytical result rather closely. As expected, the correlations of image pairs with the
largest temporal separations were mostly affected In the high-velocity regions. Thus large deviations are
visible around the peaks just outside the central core. In contrast the image pair spanning a single 6t was
mostly affected in the low-velocity regions near the image edges. Although the observed deviations for this
case are significantly less than those seen for the large Interframe times, they are clearly visible in the zoomed
view.

=

1 256 512 768 1024 1200 1838 1792 2048 K 7 2 1856 T o84 2048
x (px) *(px)
(a) Velocity profile for the central, horizontal slice (b) Enlarged view of the region indicated by the axes

Flgurs 16. Resulte achleved for the centrei velocity profile by tbe Image sequence with ppuise = 0.075. Plots are shown
thet contaln the entlre veloclty profile (e) as well as en enlarged view of the reglon enclosed by the specified axes
values (b). The HDR result performed better than the Individual correlation results for almost all cases.

Gaussian white noise The second investigation was designed to simulate intensifier noise in the
correlation analyses by increasing the level of Gaussian white noise in the image sequences. For clarity the
term Gaussian refers to the distribution of noise values in each image (how frequently a particular value
appears), and white describes the flat shape of the frequency spectrum. As such the noise applied to any
two images (separated in time) for a given sequence is statistically independent or uncorrelated. Analogous
to the noise density in the previous investigation, the mean () and variance (¢?) specified in the Gaussian
distribution provided the means of controlling the noise level generated for each sequence. In all cases a
zero-mean was specified, and variances of 0, 0.025, 0.05, 0.075, and 0.1 were considered. Sample particle
images for o2_, = O (baseline) and ¢2_, = 0.075 are shown in figure 17, respectively.

Presenting all results in the same order as before, the plot shown in figure 18 contains the HDR results
of the five image sequences considered, namely the baseline case as well as the four cases of increasing noise.
Again this profile corresponds to the local velocity measurements achieved along the central, horizontal slice
through the vortex. Analogous to the trend observed for increasing particle density, the number of deviations
from the analytical solution appears to increase for increasing values of variance. Nevertheless all results
resemble the analytical solution to some extent.

The plots shown in figure 19 correspond to the HDR result for o2_o = 0.075. Figure 19(a) shows the
entire velocity profile, whereas figure 19(b) contains an enlarged view of the region indicated by the axes.
Although the HDR curve follows the general trend of the analytical solution rather closely, the deviations in
this result are much more apparent than in the analogous HDR result shown for the previous investigation. In
addition to the wild deviations experienced by the 154t and 11 é¢ correlation results near the core, small blips
are evident in all of the individual results over much of the profile. Thus it appears that the Gaussian white
noise, at least for the variances considered, had a much more profound effect on the individual correlation
results and consequently the DEVOLS processing scheme. As is evident in the enlarged view, the HDR
result for this case actually performed worse at scveral spatial locations compared to many of the individual
correlations.
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(a) Gaussian white noise: a:._o =0 (b) Gaussian white noise: a: -0 = 0.075

Figure 17. Image reglons contalning different levels of Geusslen white nolse. Each reglon measures 128 x 128 px® and
contalns en ldentical particle density and particle distributlon.
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Flgura 18. HDR results for the Hemel-Oseen vortax In which tha laval of Gausslan whita noise wes varied. Flva
temporally resolved Imags sequences were synthetically ganerated to contaln sero-mean, Geusslen whita noise with

varlances of 0, 0.025, 0.05, 0.075, and 0.1 (where the maen and varlance were constant for all cases). The velocity
profile shown corresponds to the centrel, horisontal slice through tha vortex.
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(a) Velocity profile for the central, horizontal slice (b) Enlarged view of the region indicated by the axes

Figure 19. Raeulte echleved for the centrel velocity profile by the Image sequence with ":r.o = 0.075. Plots are shown
that contaln the entlre veloclty profile (¢) ae well as an enlarged vlew of the reglon enclosed by the speclfied axes
values (b). Tha HDR result performed worsa at savaral spatlal locatlons compared to tha Individual correlatlon results.

The rcason the HDR result in certain situations does not converge on the analytical solution, particularly
in the low-velocity regions, is because the default measurement is always considered (the measurement
provided by the image pair spanning 6t cannot be rejected in the current algorithm). This unfortunate
sccnario is the result of an inherent flaw that cxists in the way the current processing scheme is designed.
By not accounting for accelerations and thus assuming only linear displacements, it is possible in certain
cases for the image pairs spanning the largest interframe times to provide a linear albeit incorrect slope for
the particle-image displacement with time. Consequently if the OLS scheme is allowed to reject the default
1easurelient iu these cases, a regression line is fit to incorrect data. This situation is avoided in the majority
of cases by forcing the algorithm to include the default measurement in all vector evaluations. Considering
figure 19(b), however, this solution also results in the algorithm being significantly biased towards the default
point. Work is currently being done to develop an additional criterion that will allow the default measurement
to be rejected or lgnored in the necessary cases. Two such methods are briefly discussed in the following
concluding remarks.

V. Concluding remarks

The development and validation of a novel HDR processing scheme to supplement conventional PIV
algorithms has been presented. As mentioned, this approach is currently being used to evaluate the TR PIV
results from an experimental investigation regarding a high-temperature, shock-containing jct. The algo-
rithm, termed dynamic evaluatlon via ordinary least squares (DEVOLS), offers substantial improvements
over conventional PIV measurements for its ability to increase the dynamic velocity range. Unique to
this approach is an iterative validation scheme than enables multiple displacement results to be utilized in
the dctermination of an individual velocity vector. This feat is accomplished by fitting an ordinary least
squares (OLS) regression line to those displacements satisfying a maximum displacement criterion at a given
spatial location. The slope of this line is indicative of the local velocity. A user-specified tolerance, that
is, a minimum allowable R? value, dictates how strictly this linear regression line must fit the data. To
validate the DEVOLS algorithm, a temporally resolved sequence of synthetically generated particle images
was considered in which the flow field surrounding a Hamel-Oseen vortex was simulated. Effects due to
varying particle density as well as varying noise conditions in this flow environment were also characterized.

In addition to achieving results for the described experimental investigation, a couple of notable improve-
ments to the DEVOLS algorithm are planned for the near future. The first involves transitioning the iterative
validation scheme from an OLS regression mode! to a weighted least squares approach. This modification will
allow increased emphasis to be placed on measurements corresponding to optimum particle displacements.
Stated differently, instead of treating all valid displacement measurements equally, an additional criterion

20of 21

American Institute of Aeronautics and Astronautics

APPENDIX E — PAGE E-21

QUARTERLY PROGRESS REPORT No. 6 -~ N00014-11-1-0752
Approved for Public Release — Distribution is Unlimited




ACTIVE CONTROL OF NOISE FROM HOT SUPERSONIC JETS | QUARTERLY RPT. 6

Dawnloaded by Nathen Murray on February 14, 2013 | btpy/arc.sisa.org | DOL: 10.2514/6.2013-774

will be used to determine the optimum temporal separation for a given spatial location. Increased weights
will then be assigned to displacement measurements obtained by image pairs that span time intervals nearest
this optimum value. In addition to this modification, the derivatlon of a least squares equation that accounts
for acceleration is also in the works. This equation will enable regression lines to account for higher-order
trends In the data and not be confined to linear fits. Such a scheme will also allow more data points to be
considered at each location which will in turn improve the overall measurement accuracy.
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